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Loher Straße 9 

D-58511  Lüdenscheid 

Phone 02351  151-0 

Telefax 02351  151-283 

E-mail info@hueck.de  

Internet www.hueck.com 

 

 

 
Basic information 

 

EN 14 351 - 1 (2016 - 12) 

Windows and pedestrian doors 

 

Test reports 

 

EHL 2014-12-08-01 

 
ift 14-002284-PR01 

ift 14-002284-PR02 

ift 14-002284-PR04 

ift 14-002284-PR05 

ift 14-002284-PR14 

ift 14-002284-PR19 

ift 14-002284-PR20 

ift 14-002284-PR21 

ift 14-002284-PR22 

ift 14-002284-PR23 
ift 14-002284-PR24 

ift 14-002284-PR29 

ift 14-002284-PR39 

ift 14-002284-PR40 

ift 16-000446-PR01 

 

PIV 45-29/15 

PIV 45-40/16 

PIV 45-76/15 
PIV 45-149/15 

PIV 45-150/15 

 

VT 14-0414-01 

VT 15-0440-01 

 

 

The HUECK product pass describes 

the general properties of the given 

product family according to the 
specifications given in the product 

standard. 

 

The classifications apply to the 

described specimen shown in the 

tables and are valid for the defined 

application range. 

 

For the applicability of classifica-
tions local building laws and con-

tractual agreements apply. 

 

 

 

Content 

 

The HUECK system pass comprises 

a total of 9 pages: 
 

1.  Summary of performance 

characteristics in according 

with EN 14 351 - 1 

2. General conditions  

3. Short description of the prod-

uct family 

4. Overview of the benefits of 

each product family 

Customer HUECK GmbH & Co. KG 

 Loher Straße 9 

 58511 Lüdenscheid 

 

 

 

System HUECK Lambda WS 075 IS 

 

Product family 1. Turn, tilt and turn, tilt window and window doors 

 2. Fixed glazing 

 3. Double casement window 

  

 

 

Frame material Aluminium plastic compound 

 

 

 

Properties / classes (according to EN 14351 - 1, annex ZA.1) 

 
 Resistance Resistance Safety Water Dangerous Impact Load bearing 

 to to snow and in case of tightness substances resistance capacity of 

 wind load loads fire    safety devices 

  
 C5 / B5 npd npd up to see 2 (o→i) passed 

    E1200 chapter 4 4 (i→o) 

       
  
 
 Height and Automatic Acoustic Thermal Radiation Air Operating 

 width opening  performance performance properties permeability forces 
  device        

 
 2) 2) up to Rw = 1) 1) 4 1 
   48 (-1;-4) dB 

    

 
 Mechanical Ventilation Bullet Explosion Mechanical Behaviour Burglar 
 strength  resistance resistance durability between resistance 

      different 

      climates 

 
 4 npd npd npd 3 2) up to RC 3 
 
 

 capacity  against 
 T-connector falling out 

 

 ---  passed 
 

1)  project certificate – if required             2) non mandated property for windows 

 

 

Lüdenscheid, 31. December 2017 

 

i.A.  

 

Magnus Holz 
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1. Summary of performance characteristics in according with EN 14351-1 

 
 

No. 

 

 
Performance  

characteristics 

according to EN 14 

351 – 1 
 

Product family 1 and 2 
 

Product family 3 

   

 
 

 

   
Turn, tilt and turn, tilt window and window door and 

fixed glazing 
 

 
Double casement window 

 

4.2 

 
Resistance to wind 

load 

 

C5 / B5 C2 / B3 

 
4.3 

 

Resistance to snow 
and permanent load 

 

not applicable 

 
4.4 

 

Safety in case of fire 

 

 

npd 

 

 

npd 

 

 

4.5 

 
Water tightness 

 

up to E 1200 
 

up to E 1050 

 

4.6 

 

Dangerous  

substances 
 

 

The manufacturer has to declare substances which when used as prescribed cause danger to hygiene, 

health or the environment by emission or migration in accordance with the local requirements. 
 

 
4.7 

 

Impact resistance 

 

2 (o →→→→ i) / 4 (i →→→→ o) 

 

npd 

4.8 

 

Load-bearing capaci-
ty of safety devices 

 

passed 

 

npd 

 

4.9 

 

Height and width 

 

 

not applicable 

 

 

4.10 

 

Automatic opening 

device 

 

not applicable 

 

4.11 

 

 
Acoustic  

performance 

 

 

up to Rw = 48 (-1;-4) dB 

 

 
npd 

 

4.12 

 

 

Thermal performance 

 

 

UW values for standard size 1.23 m x 1.48 m or 1,48 m x 2.18 m or project related have to be declared 
Uf = 0,89 – 2,5 W/m²K 

 

4.13 

 

Radiation properties 
 

 

The total solar energy transmittance g and light transmittance are ττττ object based evidence by the CE mark-

ing of the glazing 

 

 

4.14 

 

Air permeability 
 

4 4 

 

4.16 

 

Operating forces 

 

1 
 

1 

 

4.17 

 

Mechanical strength 
 

4 4 

 
4.18 

 

Ventilation 

 

 

npd 

 

npd 

 

4.19 

 

Bullet resistance 
 

 

npd 
 

npd 

 
4.20 

 

Explosion resistance 

 

 

npd 

 

npd 

 

4.21 

 
Mechanical durability 

 

3 npd 

 

4.22 

 

Behaviour between  

different climates 
 

not applicable npd 

4.23 

 

Burglar resistance 

 

up to RC 3 up tp RC 2 (N) 
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2. General information for HUECK product pass 

 
 The performance characteristics listed were tested and classified in accordance with the product 

standard EN 14351-1 test and classification standards by approved testing laboratories. 

 

 The product pass is based on test reports mentioned in section 4. The detailed description of 

the various test specimens is found in the test reports. 

 

 The portability rules are taken from Annex E of the product standard EN 14351-1. 

 

 

3. Product family 
 

3.1 Short description of the system 

 

 This short description summarizes the main features of the system series Lambda WS 075 IS. 

 

Frame material Aluminium plastic compound profiles 

Profile depth Frame  75 mm 

 Sash 85 mm 

 

Frame connection profiles mitred, moulded and glued by means of corner brackets 

 alternatively 

 butt jointed with T-connectors, nailed and glued 

 

Gaskets 

Centre gasket Sealing profile Z 921 456 (foam rubber) with preformed corner 

pieces Z 921 459 (EPDM), supplier HUECK 

 

 

Inside rebate gasket Sealing profile Z 922 128 (Z 914 266) EPDM black, supplier 

HUECK, revolving, jointed at top and glued 

 

Drainage Fixed frames and transom profiles: 

slots 8 mm x 30 mm with caps Z 921 100, Z 906 510 or  

Z 903 541 

 

Pressure equalization revolving slot of 1 mm between the window frame and sash 
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Glazing insulating glass or panels with a thickness of element of  

18 – 50 mm (sash) rsp. 8 – 42 mm (fixed frame or transom) 

Outer glazing gasket 

- sash Vulcanised frame of sealing profile Z 921 472, EPDM black,  

supplier HUECK 

- fixed frame Sealing profile Z 921 001, EPDM black, supplier HUECK, revolving, 

jointed at top and glued 

 

Inner glazing gasket  

- sash and fixed frame Sealing profile, EPDM, supplier HUECK, revolving, jointed at top 

and glued, thickness depending on glass thickness 

 

Vapour pressure equalisation sash: 

4 drills ∅ 6 mm at bottom profil 

 2 drills ∅ 6 mm at side profil 

 

Fittings visible tilt and turn Z 981 321, supplier HUECK  

visible tilt and turn Z 981 021, supplier ROTO  

 concealed tilt and turn Z 981 301, supplier HUECK 

concealed tilt and turn Z 981 003, supplier ROTO 

 

 fittings with other rotation and stay-arm hinge length are accept-

ed 
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4. Overview of performance characteristics 

 
Section of 

Product standard  
EN 14351-1 

Variety / Type / Execution Proof 
Value / 
Class 

Application area 

 

4.2 

 

Resistance to 

wind load 

 

Tilt and turn window with sub light  

(Hardware HUECK concealed) 

Sash: 1452 mm x 1302 mm 

Fixed frame: 1598 mm x 2499 mm 

 

Tilt and turn window with side frames  

(Hardware HUECK visible) 
Sash:  900 mm x 2300 mm 

Fixed frame: 3316 mm x 2348 mm 

 

Tilt and turn window with side frames 

(Hardware ROTO visible) 

Sash:  900 mm x 2300 mm 

Fixed frame: 3316 mm x 2348 mm 

 

 

Double casement window  
(hardware: HUECK concealed) 

sash:  984 mm x 1952 mm 

fixed frame: 2000 mm x 2000 mm 

 

Double casement window 

(hardware: ROTO visible) 

sash:  984 mm x 1952 mm 

fixed frame: 2000 mm x 2000 mm 

 
Fixed glazing 

fixed frame: 1598 mm x 2499 mm 

 

 

 

ift 14-002284-

PR21 

11.03.2015 

 

 

ift 14-002284-

PR22 
08.12.2014 

 

 

 

ift 14-002284-

PR24 

08.12.2014 

 

 

 
ift 14-002284-

PR39 

11.03.2015 

 

 

ift 14-002284-

PR40 

12.03.2015 

 
ift 16-000446-

PR01 

03.03.2016 

 

 

C5 / B5 

 

 

 

 

C5 / B5 

 
 

 

 

 

C5 / B5 

 

 

 

 

 
C2 / B3 

 

 

 

 

C2 / B3 

 

 

 
C5 / B5 

 

 

Transfer to -100% of the 

frame width and frame 

height of the specimen 

 

The deflection of mullions 

and transoms can also be 
calculated 

 

 

 

 

4.3 

 

Resistance to 

snow and 

constant load 

 

   

 

npd 

 

 

Only applies to skylight  

windows 

 

4.4 

 

 

Safety in case 

of fire 

   

npd 

 

Only applies to skylight  

windows  

 

 
4.5 

 
Water tight-

ness 

 
Tilt and turn window with sub light  

(Hardware HUECK concealed) 

Sash: 1452 mm x 1302 mm 

Fixed frame: 1598 mm x 2499 mm 

 

Tilt and turn window with side frames  

(Hardware HUECK visible) 

Sash:  900 mm x 2300 mm 

Fixed frame: 3316 mm x 2348 mm 

 
Tilt and turn window with side frames 

(Hardware ROTO visible) 

Sash:  900 mm x 2300 mm 

Fixed frame: 3316 mm x 2348 mm 

 

 

Double casement window  

(hardware: HUECK concealed) 

sash:  984 mm x 1952 mm 
fixed frame: 2000 mm x 2000 mm 

 

Double casement window 

(hardware: ROTO visible) 

sash:  984 mm x 1952 mm 

fixed frame: 2000 mm x 2000 mm 

 

 
ift 14-002284-

PR21 

11.03.2015 

 

 

ift 14-002284-

PR22 

08.12.2014 

 

 
 

ift 14-002284-

PR24 

08.12.2014 

 

 

 

ift 14-002284-

PR39 
11.03.2015 

 

 

ift 14-002284-

PR40 

12.03.2015 

 

 
E1200 

 

 

 

 

9A 

 

 

 

 
 

9A 

 

 

 

 

 

E 750 

 
 

 

 

E 1050 

 
Transfer of -100% to 

+50% of the total area of 

the specimen 



 

 
 

page 6 of 9  

 
Section of 

Product standard  
EN 14351-1 

Variety / Type / Execution Proof 
Value / 
Class 

Application area 

 

4.6 

 

 

Dangerous 

substances 

 

 

The manufacturer has to declare substances which when used as prescribed cause danger for hygiene, health or 

environmental by emission or migration in accordance with the local requirements. 

 

4.7 

 

Impact  

Resistance 

 

 

Tilt and turn window  

- Hardware ROTO visible 

- Hardware HUECK concealed 

Fixed frame: 1048 mm x 1048 mm 

 

 

ift 14-002284-

PR14 

23.03.2015 

 

2 

(o → i) 
4 

(i → o) 

 

 

Transfer to bigger total 

area of the specimen 

 

4.8 

 

Load-bearing  

capacity of 

safety devices 

 

Tilt and turn window with sub light  

(Hardware HUECK concealed) 

Sash: 1550 mm x 1400 mm 
Fixed frame: 1598 mm x 2499 mm 

 

Tilt and turn window with sub light  

(Hardware HUECK concealed) 

Sash: 1550 mm x 1400 mm 

Fixed frame: 1598 mm x 2499 mm 

 

Tilt and turn window with side frames 

(mit Dilatationsfuge, Hardware HUECK visible) 
Sash: 900 mm x 2300 mm 

Fixed frame: 3316 mm x 2348 mm 

 

Tilt and turn window with side frames  

(mit Dilatationsfuge, Hardware ROTO visible) 

Sash: 900 mm x 2300 mm 

Fixed frame: 3316 mm x 2348 mm 

 

Tilt and turn window (Hardware HUECK visible) 

Sash: 1550 mm x 1400 mm 
Fixed frame: 1598 mm x 1448 mm 

 

Tilt and turn window (Hardware HUECK concealed) 

Sash:  900 mm x 2300 mm 

Fixed frame:  948 mm x 2348 mm 

 

Tilt and turn window (Hardware HUECK visible) 

Sash: 1550 mm x 1400 mm 

Fixed frame: 1598 mm x 1448 mm 
 

 

ift 14-002284-

PR19 

08.12.2014 
 

 

ift 14-002284-

PR29 

13.01.2015 

 

 

ift 14-002284-

PR20 
08.12.2014 

 

 

ift 12-002284-

PR23 

08.12.2014 

 

 

ift 14-002284-

PR01 
09.03.2015 

 

ift 14-002284-

PR02 

09.03.2015 

 

ift 14-002284-

PR04 

12.05.2015 
 

 

passed 

 

 
 

 

passed 

 

 

 

 

passed 

 
 

 

 

passed 

 

 

 

 

passed 

 
 

 

passed 

 

 

 

passed 

 

 

 

Transfer to smaller or the 

same box widths or heights 

of the specimen 

 
4.9 

 

 
Width and 

height 

 

   
npd 

 
Only for external doors 

 

4.10 

 

 

Ability to 

release 

 

   

npd 

 

Only for exterior doors in 

escape and rescue routes 

 

 

4.11 

 

 

Acoustic  

performance 

 

Rw, glass [dB] Rw, window [dB]  

41 41 

42 41 

43 42 

44 43 

45 45 

46 45 

47 45 

48 46 

49 46 

50 47 

51 47 

52 48 (-1;-4) 

    

 

ift 15-000143-

PR01 

05.05.2015 

 

up to 

Rw = 

48 

(-1,-4) 

dB 

 

Transmission window size 

to other formats in accord-

ance with EN 14351-1, 

annex B, table B.3 
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Section of 

Product standard  
EN 14351-1 

Variety / Type / Execution Proof 
Value / 
Class 

Application area 

 

4.12 

 

Thermal  

performance 

 

 

Uf = 0,89 W/m²K up to 2,5W/m²K 

 

 

 

EHL  

2014-12-17-01  

15.01.2015 

 

project 

certifica-

te 

 

UW-value in accordance 

with EN ISO 10077-1, 

table F.1 can be applied to 

all element sizes 

Calculation according to 

EN ISO 10077-1 for the 

reference size 1.23 m x 

1.48 m elements can be 
up 2.3 m² and for the 

reference size 

1.48 m x 2.18 m be trans-

ferred to elements of 2.3 

m². If Ug < 1.9 W/m²K, 

the calculation for the 

reference size can be 

applied to all element 

sizes  1.23 m x 1.48 m  
 

 
4.13 

 
Radiation  

properties 

 

 
given by CE marking of glass unit 

  
project 

certifi-

cate 

 

 
Applicable to all sizes 

 

4.14 

 

Air 

permeability 

 

Tilt and turn window with sub light  

(Hardware HUECK concealed) 

Sash: 1452 mm x 1302 mm 

Fixed frame: 1598 mm x 2499 mm 

 

Tilt and turn window with side frames  
(Hardware HUECK visible) 

Sash:  900 mm x 2300 mm 

Fixed frame: 3316 mm x 2348 mm 

 

Tilt and turn window with side frames 

(Hardware ROTO visible) 

Sash:  900 mm x 2300 mm 

Fixed frame: 3316 mm x 2348 mm 

 
 

Double casement window  

(hardware: HUECK concealed) 

sash:  984 mm x 1952 mm 

fixed frame: 2000 mm x 2000 mm 

 

Double casement window 

(hardware: ROTO visible) 

sash:  984 mm x 1952 mm 

fixed frame: 2000 mm x 2000 mm 
 

Fixed glazing 

fixed frame: 1598 mm x 2499 mm 

 

 

 

ift 14-002284-

PR21 

11.03.2015 

 

 

ift 14-002284-
PR22 

08.12.2014 

 

 

 

ift 14-002284-

PR24 

08.12.2014 

 
 

 

ift 14-002284-

PR39 

11.03.2015 

 

 

ift 14-002284-

PR40 

12.03.2015 
 

ift 16-000446-

PR01 

03.03.2016 

 

 

4 

 

 

 

 

4 
 

 

 

 

 

4 

 

 

 
 

 

4 

 

 

 

 

4 

 

 
 

4 

 

Transfer to -100% to 

+50% of the total area of 

the specimen 
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Section of 

Product standard  
EN 14351-1 

Variety / Type / Execution Proof 
Value / 
Class 

Application area 

 

4.16 

 

Operating 

forces 

 

Tilt and turn window with sub light  

(Hardware HUECK concealed) 

Sash: 1452 mm x 1302 mm 

Fixed frame: 1598 mm x 2499 mm 

 

Tilt and turn window with side frames  

(Hardware HUECK visible) 

Sash:  900 mm x 2300 mm 
Fixed frame: 3316 mm x 2348 mm 

 

Tilt and turn window with side frames 

(Hardware ROTO visible) 

Sash:  900 mm x 2300 mm 

Fixed frame: 3316 mm x 2348 mm 

 

Tilt and turn window (Hardware HUECK visible) 

Sash:  1550 mm x 1400 mm 
Fixed frame: 1598 mm x 1448 mm 

 

Tilt and turn window (Hardware HUECK concealed) 

Sash:  900 mm x 2300 mm 

Fixed frame: 948 mm x 2348 mm 

 

 

ift 14-002284-

PR21 

11.03.2015 

 

 

ift 14-002284-

PR22 

08.12.2014 
 

 

 

ift 14-002284-

PR24 

08.12.2014 

 

ift 14-002284-

PR04 
12.05.2015 

 

ift 14-002284-

PR05 

11.05.2015 

 

 

1 

 

 

 

 

1 

 

 
 

 

 

1 

 

 

 

1 

 
 

 

1 

 

Transfer to -100% of the 

total area of the specimen 

 

 

4.17 
 

Mechanical 

strength 

 

Tilt and turn window with sub light  

(Hardware HUECK concealed) 

Sash: 1452 mm x 1302 mm 

Fixed frame: 1598 mm x 2499 mm 
 

Tilt and turn window with side frames  

(Hardware HUECK visible) 

Sash:  900 mm x 2300 mm 

Fixed frame: 3316 mm x 2348 mm 

 

Tilt and turn window with side frames 

(Hardware ROTO visible) 

Sash:  900 mm x 2300 mm 

Fixed frame: 3316 mm x 2348 mm 
 

 

ift 14-002284-

PR21 

11.03.2015 

 
 

ift 14-002284-

PR22 

08.12.2014 

 

 

 

ift 14-002284-

PR24 

08.12.2014 

 

4 

 

 

 
 

4 

 

 

 

 

 

4 

 

 

 

Transfer to -100% of the 

total area of the specimen 

 

 

4.18 

 

 

Ventilation 

   

npd 
Only applies to windows 

with integrated vent 

 

4.19 

 

Bullet  

resistance 

 

   

npd 

 

 

4.20 

 

Explosion 
resistance 
 

   

npd 

 

 

4.21 

 

Mechanical 

durability 
 

 

Tilt and turn window (Hardware HUECK visible) 

Sash: 1550 mm x 1400 mm 

Fixed frame: 1598 mm x 1448 mm 

 

Tilt and turn window  

(Hardware HUECK concealed) 

Sash:  900 mm x 2300 mm 
Fixed frame:  948 mm x 2348 mm 

 

Tilt and turn window (Hardware HUECK visible) 

Sash: 1550 mm x 1400 mm 

Fixed frame: 1598 mm x 1448 mm 

 

Tilt and turn window  

(Hardware HUECK concealed) 

Sash:  900 mm x 2300 mm 

Fixed frame:  948 mm x 2348 mm 
 

 

 

ift 14-002284-

PR01 

09.03.2015 

 

ift 14-002284-

PR02 

09.03.2015 
 

 

ift 14-002284-

PR04 

12.05.2015 

 

ift 14-002284-

PR05 

11.05.2015 

 

 

3 

 

 

 

3 

 

 
 

 

3 

 

 

 

3 
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Section of 

Product standard  
EN 14351-1 

Variety / Type / Execution Proof 
Value / 
Class 

Application area 

 

4.22 

 

Behav-

iour 

between 

different 

climates 

 

   

npd 

 

 

4.23 

 

Burglar  

re-
sistance 

 

 

single or double leaf window, with or without fixed 

casement, Hardware HUECK or Roto, Sash area 
0,65 m² to 4,0 m² 

 

single or double leaf window, with or without fixed 

casement, Hardware HUECK or Roto, Sash area 

0,65 m² to 4,0 m² 

 

Single sash window with fixed frame 

Turn-, tilt and turn-hardware, Roto 

Sash 1200 mm x 1420 mm 

fixed frame 700 mm x 1420 mm 
 

Single sash window with fixed side frame 

hardware HUECK concealed 

Sash 1200 mm x 1420 mm 

fixed frame 700 mm x 1420 mm 

 

Single sash window with fixed side frame 

hardware HUECK, visible and concealed 

Sash 1265 mm x 1965 mm 
fixed frame 900 mm x 2088 mm 

 

 

PIV 45-29/15 

 
 

 

PIV 45-76/15 

 

 

 

PIV 45-40/16 

 

 

 
 

PIV 45-149/15 

 

 

 

 

PIV 45-150/15 

 

RC1 (N) 

 
 

 

RC 2 

 

 

 

RC 3 

 

 

 
 

RC 3 

 

 

 

 

RC 2 (N) 

 

Transferrable to: 

+/- 25% of area  
Distance locking points 

from corner: +5% / -20%  

Distance between locking 

points: +5% / -30% 

 

 
 
 
5.  Overview of performance characteristics according to further standards / guidelines 
 

Reference Variety / Type / Execution proof 
Value / 
Class 

Application area 

 

Safety against 

falling out  acc. TRAV 

 

Fixed frames 

 

 

Tilt and turn window 

 

 

 

VT 14-0414-01 

21. 01.2015 

 

VT 15-0440-01 

23.06.2015 

  

 

Reveal and rebate 
hindrance test 

 

 

Tilt and turn window (Hardware HUECK visible) 
Sash: 1550 mm x 1400 mm 

Fixed frame: 1598 mm x 1448 mm 

 

Tilt and turn window (Hardware HUECK concealed) 

Sash: 900 mm x 2300 mm 

Fixed frame: 948 mm x 2348 mm 

 

 

ift 14-002284-
PR04 

12.05.2015 

 

ift 14-002284-

PR05 

11.05.2015 

 

 

passed 
 

 

 

passed 

 

 





 Evidence of Performance 
Mechanica l  durab i l i t y ,  Operat ing forces,  Reveal  and rebate h indrance 
test  


Test Report 


Nr.  14-002284-PR05  


(PB-A01-03-en-01)  


 


 


V
e


-P
rü


-1
4
4


5
-d


e
  
/ 
 0


1
.0


4
.2


0
1
3
  


 


ift Rosenheim   


24.06.2015   


   


Michael Breckl-Stock, M.Eng., Dipl.-Ing. (FH)  Thomas Krichbaumer 


Deputy Head of Testing Department  Operating Testing Officer 
Construction Product Testing  Construction Product Testing 


 


 


 


Basis 


EN 14351-1:2006+A1:2010 


Test standards: 
EN 1191:2012-12 


EN 12046-1:2003-11 
EN 13126-8:2006-02 
Equivalent national versions (e. g 


DIN EN) 


Test report 14-002284-PR05 
(PB-A01-03-de-01) dated 


11.05.2015 


Representation 


 


Instructions for use 


The results obtained can be used 


by the manufacturer as the basis 
for the type test report summary. 
Observe the specifications set 


out by the applicable product 
standard. 


Validity 


The data and results refer solely 


to the tested and described spec-
imen. Classification remains valid 
as long as the product and the 


above basis remain unchanged. 
the results can be extrapolated 
under the manufacturer's own li-


ability subject to observance of 
the relevant specifications set out 
by the applicable product stand-


ard. This test/ evaluation does 
not allow any statement to be 
made on any further characteris-


tics regarding performance and 
quality of the construction pre-
sented; in particular the effects of 


weathering and ageing were not 
taken into account. 


Notes on publication 


The ift-Guidance Sheet "Advertis-
ing with ift test documents" ap-
plies. 


The cover sheet can be used as 
an abstract. 


 


Contents 


The report contains a total of  
14 pages. 


 
 


Client HUECK GmbH & Co. KG 
Loher Str. 9 
58511 Lüdenscheid 
Germany 


  


Product Single tilt and turn casement door 


Designation System designation: HUECK Lambda WS 075 IS 


Performance-relevant 
product details 


Material: Aluminium profiles with thermal break 


Hardware:  


Supplier: HUECK GmbH & Co. KG; 
Tilt and turn hardware, concealed Z 981301 
Additional latch bolts horizontal / vertical Z 981315 
Upgrade kit VDL 170kg Z 981318 


Overall dimensions 
(WxH) 


948 mm x 2,348 mm 


Special features As specified by the client the installed opening limiter is not a 
safety device in terms of EN 14351-1. 
*)
 At a tilt limitation of 130 mm. 


  


Results  


Mechanical durability according to EN 12400:2002-10 


 
Class 3 


Operating forces according to EN 13115:2001-07 


 
Class 1 


*)
 


Reveal and rebate hindrance test according EN 13126-8:2006-02 


 
Requirement fulfilled 


  








 Evidence of Performance 
Impact  res is tance 


Expert Statement 


No.  14-002284-PR14  


(GAS-A01-03-en-01)  


 


 V
e


-P
rü


-1
4
4


4
-d


e
 0


1
.1


0
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0
1
1
 


Impact resistance according to EN 13049:2003-04 


 


Class 4
**)


 


 


ift Rosenheim   


23.06.2015   


   


Robert Kolacny, Dipl.-Ing. (FH)  Robert Krippahl, Dipl.-Ing. (FH) 
Deputy Head of Testing Department  Deputy Head of Testing Department 
Building Components  Building Components 


 


Basis 


EN 14351-1:2006+A1:2010 


Test standards: 
EN 13049:2003-04 


Equivalent national versions (e. 
g. DIN EN) 


Expert statement 14-002284-


PR14 (GAS-A01-03-de-01) dated 
23.03.2015 


 


Instructions for use 


The results obtained can be used 
by the manufacturer as the basis 
for the type test report summary. 


Observe the specifications set 
out by the applicable product 
standard. 


Validity 


The data and results refer solely 
to the tested and described spec-


imen. Classification remains valid 
as long as the product and the 
above basis remain unchanged. 


the results can be extrapolated 
under the manufacturer's own li-
ability subject to observance of 


the relevant specifications set out 
by the applicable product stand-
ard. This test/ evaluation does 


not allow any statement to be 
made on any further characteris-
tics regarding performance and 


quality of the construction pre-
sented; in particular the effects of 
weathering and ageing were not 


taken into account. 


Notes on publication 


The ift-Guidance Sheet "Advertis-


ing with ift test documents" ap-
plies. 


The cover sheet can be used as 
an abstract. 


Contents 


The expert statement contains a 
total of 3 pages. 


1 Order  
2 Basis 
3 Assessment 


4 Results and statement 
 


 


 


Client HUECK GmbH & Co. KG 
Loher Str. 9 
58511 Lüdenscheid 
Germany 


  


Product Single tilt and turn window 


Designation System designation: HUECK Lambda WS 075 IS 


Performance-relevant 


product details 
Material:  Aluminium profiles with thermal break 
 
Hardware:  
Supplier:  HUECK GmbH & Co. KG 
Designation:  Concealed tilt and turn hardware Z 981301 


Hardware:  
Supplier:  Roto Frank AG 
Designation:  Concealed tilt and turn hardware Z 981003 


Overall dimensions 
(WxH) 


1,048 mm x 1,048 mm 


Impact directions *) from outside to inside / **) from inside to outside 


Special features The vapour pressure equalisation of the glazing shall be en-
sured. 


  


Results  


Impact resistance according to EN 13049:2003-04 


 


Class 2
*)
 


  








 Evidence of Performance 
Air  permeabi l i ty ,  Water t ightness,  Res is tance to  w ind load,  Operat ing 
forcec,  Mechanica l  proper t ies 


Test Report 


No. 14-002284-PR19  


PB-A01-0203-en-01  
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*Tilt restriction up to 100 mm. 


 


ift Rosenheim   


25.06.2015   


   


Thomas Stefan, Dipl.-Ing. (FH)  Andreas Graf 
Head of Testing Department  Operating Testing Officer 


Construction Product Testing  Construction Product Testing 


 
 


 


Basis 


EN 14351-1:2006+A1:2010 


Test standards: 
EN 1026:2000-06 


EN 1027:2000-06 
EN 12046-1:2003-11 
EN 12211:2000-06 


EN 14608:2004-06 
EN 14609:2004-06 
Equivalent national versions (e. 


g. DIN EN) 


Test report 14-002284-PR19 
(PB-A01-0203-de-01) dated 
08.12.2014 


Representation 


 


Instructions for use 


The results obtained can be used 
by the manufacturer as the basis 


for the type test report summary. 
Observe the specifications set 
out by the applicable product 


standard. 


Validity 


The data and results refer solely 


to the tested and described spec-
imen. Classification remains valid 
as long as the product and the 


above basis remain unchanged. 
the results can be extrapolated 
under the manufacturer's own li-


ability subject to observance of 
the relevant specifications set out 
by the applicable product stand-


ard. This test/ evaluation does 
not allow any statement to be 
made on any further characteris-
tics regarding performance and 


quality of the construction pre-
sented; in particular the effects of 
weathering and ageing were not 


taken into account. 


Notes on publication 


The ift-Guidance Sheet "Advertis-


ing with ift test documents" ap-
plies. 


The cover sheet can be used as 


an abstract. 


 


Contents 


The report contains a total of  
34 pages. 


 
 


Client Eduard Hueck GmbH & Co. KG 
Loher Straße 9 
58511 Lüdenscheid 
Germany 


  


Product Single tilt and turn window with fixed sublight 


Designation System designation: Lambda WS 075 


Performance-relevant 
product details 


Material: Aluminium profiles with thermal brak 


Overall dimensions 
(WxH) 


1,598 mm x 2,499 mm 


Special features -/- 


  


  


Results  
  


Air permeability according to EN 12207:1999-11 


 
Class 4 


Watertightness according to EN 12208:1999-11 


 
Class 9A 


Resistance to wind load 
according to EN 12210:1999-11/AC:2002-08 


 
Class C5 / B5 


Operating forces according to EN 13115:2001-07 


 


Class 0 


Class 1* 
Mechanical properties according to EN 13115:2001-07 


 
Class 4 


  








 Evidence of Performance 
Air  permeabi l i ty ,  Water t ightness,  Res is tance to  w ind load,  Operat ing 
forces,  Mechanica l  proper t ies 


Test Report 


No. 14-002284-PR20  


PB-A01-0203-en-01  
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ift Rosenheim   


25.06.2015   


   


Thomas Stefan, Dipl.-Ing. (FH)  Andreas Graf 
Head of Testing Department  Operating Testing Officer 
Construction Product Testing  Construction Product Testing 


 
 


 


Basis 


EN 14351-1:2006+A1:2010 


Test standards: 
EN 1026:2000-06 


EN 1027:2000-06 
EN 12046-1:2003-11 
EN 12211:2000-06 


EN 14608:2004-06 
EN 14609:2004-06 
Equivalent national versions (e. 


g. DIN EN) 


Test report 14-0002284-PR20 
(PB-A01-0203-de-01) dated 
08.12.2014 


Representation 


 


Instructions for use 


The results obtained can be used 
by the manufacturer as the basis 


for the type test report summary. 
Observe the specifications set 
out by the applicable product 


standard. 


Validity 


The data and results refer solely 


to the tested and described spec-
imen. Classification remains valid 
as long as the product and the 


above basis remain unchanged. 
the results can be extrapolated 
under the manufacturer's own li-


ability subject to observance of 
the relevant specifications set out 
by the applicable product stand-


ard. This test/ evaluation does 
not allow any statement to be 
made on any further characteris-


tics regarding performance and 
quality of the construction pre-
sented; in particular the effects of 


weathering and ageing were not 
taken into account. 


Notes on publication 


The ift-Guidance Sheet "Advertis-
ing with ift test documents" ap-
plies. 


The cover sheet can be used as 


an abstract. 


 


Contents 


The report contains a total of  
35 pages. 


 
 


Client Eduard Hueck GmbH & Co. KG 
Loher Straße 9 
58511 Lüdenscheid 
Germany 


  


Product Single tilt and turn window with fixed side panel 


Designation System designation: Lambda WS 075 
Hardware: Z 981321 


Performance-relevant 
product details 


Material: Aluminium profiles with thermal break 


Overall dimensions 


(WxH) 
3,316 mm x 2,348 mm 


Special features -/- 


  


Results  
  


Air permeability according to EN 12207:1999-11 


 
Class 4 


Watertightness according to EN 12208:1999-11 


 
Class E1350 


Resistance to wind load 
according to EN 12210:1999-11/AC:2002-08 


 
Class C5 / B5 


Operating forces according to EN 13115:2001-07 


 
Class 1 


Mechanical properties according to EN 13115:2001-07 


 
Class 4 


  








 Evidence of Performance 
Air  permeabi l i ty ,  Water t ightness,  Res is tance to  w ind load,  Operat ing 
forces,  Mechanica l  proper t ies 


Test Report 


No. 14-002284-PR21  


(PB-A01-0203-en-01)  


 


 


V
e


-P
rü


-1
4
4


6
-d


e
  
/ 
 0


1
.0


8
.2


0
1
2
  


 


ift Rosenheim   


26.06.2015   


   


Robert Kolacny, Dipl.-Ing. (FH)  Thomas Krichbaumer 


Deputy Head of Testing Department  Operating Testing Officer 
Building Components  Construction Product Testing 


 
 


 


Basis  


EN 14351-1:2006+A1:2010 


Test standards: 
EN 1026:2000-06 
EN 1027:2000-06 


EN 12046-1:2003-11 
EN 12211:2000-06 
EN 14608:2004-06 


EN 14609:2004-06 
Equivalent national versions (e.g. 
DIN EN) 


Test report 14-002284-PR21 
(PB-A01-0203-de-01) dated 
11.03.2015 


Representation 


 


Instructions for use 


The results obtained can be used 
by the manufacturer as the basis 
for the type test report summary. 


Observe the specifications set 
out by the applicable product 
standard. 


Validity 


The data and results refer solely 
to the tested and described spec-


imen. Classification remains valid 
as long as the product and the 
above basis remain unchanged. 


the results can be extrapolated 
under the manufacturer's own li-
ability subject to observance of 


the relevant specifications set out 
by the applicable product stand-
ard. This test/ evaluation does 


not allow any statement to be 
made on any further characteris-
tics regarding performance and 


quality of the construction pre-
sented; in particular the effects of 
weathering and ageing were not 


taken into account. 


Notes on publication 


The ift-Guidance Sheet "Advertis-
ing with ift test documents" ap-


plies. 


The cover sheet can be used as 
an abstract. 


Contents 


The report contains a total of  
29 pages. 
 


 


Client HUECK GmbH & Co. KG 
Loher Str. 9 
58511 Lüdenscheid 
Germany 


Product Single tilt and turn window with fixed sublight 


Designation System designation: HUECK Lambda WS 075 IS 


Performance-relevant 
product details 


Material:  Aluminium profiles with thermal break 


Hardware:  
Supplier:  HUECK GmbH & Co. KG 


Designation:  


Concealed tilt and turn hardware Z 981301 


Additional latch lock horizontal / vertical Z 981315 


Overall dimensions 
(WxH) 


1,598 mm x 2,499 mm 


Special features As specified by the client the included additional stay is not a 
safety device in terms of EN 14351-1. 
The strength, durability and material compatibility of the ad-
hesive system is verified separately if necessary. 


Results  


Air permeability according to EN 12207:1999-11 


 
Class 4 


Watertightness according to EN 12208:1999-11 


 
Class E1200 


Resistance to wind load 
according to EN 12210:1999-11/AC:2002-08 


 
Class C5 / B5 


Operating forces according to EN 13115:2001-07 


 
Class 1 


Mechanical properties according to EN 13115:2001-07 


 
Class 4 


  








 Evidence of Performance 
Air  permeabi l i ty ,  Water t ightness,  Res is tance to  w ind load,  Operat ing 
forcec,  Mechanica l  proper t ies 


Test Report 


No. 14-002284-PR22  


(PB-A01-0203-en-01)  
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ift Rosenheim   


30.06.2015   


   


Robert Kolacny, Dipl.-Ing. (FH)  Michael Breckl-Stock, M.Eng., Dipl.-Ing. (FH) 
Deputy Head of Testing Department  Operating Testing Officer 
Building Components  Construction Product Testing 


 
 


 


Basis 


EN 14351-1:2006+A1:2010 


Test standards: 
EN 1026:2000-06 


EN 1027:2000-06 
EN 12046-1:2003-11 
EN 12211:2000-06 


EN 14608:2004-06 
EN 14609:2004-06 
Equivalent national versions (e. 


g. DIN EN) 


Test report 14-002284-PR22 
(PB-A01-0203-de-01) dated 
18.03.2015 


Representation 


 


Instructions for use 


The results obtained can be used 


by the manufacturer as the basis 
for the type test report summary. 
Observe the specifications set 


out by the applicable product 
standard. 


Validity 


The data and results refer solely 
to the tested and described spec-
imen. Classification remains valid 


as long as the product and the 
above basis remain unchanged. 
the results can be extrapolated 


under the manufacturer's own li-
ability subject to observance of 
the relevant specifications set out 


by the applicable product stand-
ard. This test/ evaluation does 
not allow any statement to be 


made on any further characteris-
tics regarding performance and 
quality of the construction pre-
sented; in particular the effects of 


weathering and ageing were not 
taken into account. 


Notes on publication 


The ift-Guidance Sheet "Advertis-
ing with ift test documents" ap-
plies. 


The cover sheet can be used as 
an abstract. 


 


Contents 


The report contains a total of  
 31 pagese. 


 
 


Client HUECK GmbH & Co. KG 
Loher Str. 9 
58511 Lüdenscheid 
Germany 
 


Product Single tilt and turn casement door with fixed side panel 


Designaton System designation: Lambda WS 075 IS 


Performance-relevant 
product details 


Material: Aluminium profiles with thermal break 


Overall dimensions 
(WxH) 


3,316 mm x 2,348 mm 


Special features Tilt and turn hardware HUECK 


Results  


Air permeability acording to EN 12207:1999-11 


 
Class 4 


Watertightness according to EN 12208:1999-11 


 
Class 9A 


Resistance to wind load 
according to EN 12210:1999-11/AC:2002-08 


 
Class C5 / B5 


Operating forces according to EN 13115:2001-07 


 
Class 1 


Mechanical properties according to EN 13115:2001-07 


 
Class 4 


   
  

























 Evidence of Performance 
Air  permeabi l i ty ,  Water t ightness,  Res is tance to  w ind load,  Operat ing 
forces,  Mechanica l  proper t ies 


Test Report 


No. 14-002284-PR23  


PB-A01-0203-en-01  
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ift Rosenheim   


25.06.2015   


   


Thomas Stefan, Dipl.-Ing. (FH)  Andreas Graf 
Head of Testing Department  Operating Testing Officer 
Construction Product Testing  Construction Product Testing 


 
 


 


Basis 


EN 14351-1:2006+A1:2010 


Test standards: 
EN 1026:2000-06 


EN 1027:2000-06 
EN 12046-1:2003-11 
EN 12211:2000-06 


EN 14608:2004-06 
EN 14609:2004-06 
Equivalent national versions (e. 


g. DIN EN) 


Test report 14-002284-PR23 
(PB-A01-0203-de-01) dated 
08.12.2014 


Representation 


 


Instructions for use 


The results obtained can be used 
by the manufacturer as the basis 


for the type test report summary. 
Observe the specifications set 
out by the applicable product 


standard. 


Validity 


The data and results refer solely 


to the tested and described spec-
imen. Classification remains valid 
as long as the product and the 


above basis remain unchanged. 
the results can be extrapolated 
under the manufacturer's own li-


ability subject to observance of 
the relevant specifications set out 
by the applicable product stand-


ard. This test/ evaluation does 
not allow any statement to be 
made on any further characteris-


tics regarding performance and 
quality of the construction pre-
sented; in particular the effects of 


weathering and ageing were not 
taken into account. 


Notes on publication 


The ift-Guidance Sheet "Advertis-
ing with ift test documents" ap-
plies. 


The cover sheet can be used as 


an abstract. 


Contents 


The report contains a total of  


35Seiten. 


 
 


Client HUECK GmbH & Co. KG 
Loher Str. 9 
58511 Lüdenscheid 
Germany 


  


Product Single tilt and turn window with fixed side panel 


Designation System designation: Lambda WS 075 
Hardware: Z 981021 


Performance-relevant 
product details 


Material: Aluminium profiles with thermal break 


Overall dimensions 


(WxH) 
3,316 mm x 2,348 mm 


Special features -/- 


  


Results  
  


Air permeability according to EN 12207:1999-11 


 
Class 4 


Watertightness according to EN 12208:1999-11 


 
Class E1350 


Resistance to wind load 
according  EN 12210:1999-11/AC:2002-08 


 
Class C5 / B5 


Operating forces according to EN 13115:2001-07 


 
Class 1 


Mechanical properties according to EN 13115:2001-07 


 
Class 4 


  

























 Evidence of Performance 
Air  permeabi l i ty ,  Water t ightness,  Res is tance to  w ind load,  Operat ing 
forces,  Mechanica l  proper t ies 


Test Report 


No. 14-002284-PR24  


(PB-A01-0203-en-01)  
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ift Rosenheim   


30.06.2015   


   


Robert Kolacny, Dipl.-Ing. (FH)  Michael Breckl-Stock, M.Eng., Dipl.-Ing. (FH) 
Deputy Head of Testing Department  Operating Testing Officer 
Building Components  Construction Product Testing 


 
 


 


Basis 


EN 14351-1:2006+A1:2010 


Test standards: 
EN 1026:2000-06 


EN 1027:2000-06 
EN 12046-1:2003-11 
EN 12211:2000-06 


EN 14608:2004-06 
EN 14609:2004-06 
Equivalent national versions (e. 


g. DIN EN) 


Test report 14-002284-PR24 
(PB-A01-0203-de-01) dated 
18.03.2014 


Representation 


 


Instructions for use 


The results obtained can be used 
by the manufacturer as the basis 


for the type test report summary. 
Observe the specifications set 
out by the applicable product 


standard. 


Validity 


The data and results refer solely 


to the tested and described spec-
imen. Classification remains valid 
as long as the product and the 


above basis remain unchanged. 
the results can be extrapolated 
under the manufacturer's own li-


ability subject to observance of 
the relevant specifications set out 
by the applicable product stand-


ard. This test/ evaluation does 
not allow any statement to be 
made on any further characteris-
tics regarding performance and 


quality of the construction pre-
sented; in particular the effects of 
weathering and ageing were not 


taken into account. 


Notes on publication 


The ift-Guidance Sheet "Advertis-


ing with ift test documents" ap-
plies. 


The cover sheet can be used as 


an abstract. 


Contents 


The report contains a total of  


32 pages. 


 
 


Client HUECK GmbH & Co. KG 
Loher Str. 9 
58511 Lüdenscheid 
Germany 
 


Product Single tilt and turn casement door with fixed side panel 


Designation System designation: Lambda WS 075 IS 


Performance-relevant 
product details 


Material: Aluminium profiles with thermal break 


Overall dimensions 
(WxH) 


3,316 mm x 2,348 mm 


Special features Tilt and turn hardware ROTO 


Results  


Air permeability according to EN 12207:1999-11 


 
Class 4 


Watertightness according to EN 12208:1999-11 


 
Class 9A 


Resistance to wind load 
according EN 12210:1999-11/AC:2002-08 


 
Class C5 / B5 


Operating forces according to EN 13115:2001-07 


 
Class 1 


Mechanical properties according to EN 13115:2001-07 


 
Class 4 


   
  













































































































































































































































































 Evidence of Performance 
Air  permeabi l i ty ,  Water ightness,  Res is tance to  w ind load,  Operat ing 
forces,  Mechanica l  proper t ies 


Test Report 


No. 14-002284-PR29  


(PB-A01-0203-en-01)  
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ift Rosenheim   


23.06.2015   


   


Robert Kolacny, Dipl.-Ing. (FH)  Thomas Krichbaumer 


Deputy Head of Testing Department  Operating Testing Officer 
Building Components  Construction Product Testing 


 


Basis 


EN 14351-1:2006+A1:2010 


Test standards: 
EN 1026:2000-06 
EN 1027:2000-06 


EN 12046-1:2003-11 
EN 12211:2000-06 
EN 14608:2004-06 


EN 14609:2004-06 
Equivalent national verions (e. g. 
DIN EN) 


Test report 14-002284-PR29 
(PB_A01-0203-de-01) dated 
13.01.2015 


Darstellung 


 


Instructions for use 


The results obtained can be used 
by the manufacturer as the basis 
for the type test report summary. 


Observe the specifications set 
out by the applicable product 
standard. 


Validity 


The data and results refer solely 
to the tested and described spec-


imen. Classification remains valid 
as long as the product and the 
above basis remain unchanged. 


the results can be extrapolated 
under the manufacturer's own li-
ability subject to observance of 


the relevant specifications set out 
by the applicable product stand-
ard. This test/ evaluation does 
not allow any statement to be 


made on any further characteris-
tics regarding performance and 
quality of the construction pre-


sented; in particular the effects of 
weathering and ageing were not 
taken into account. 


Notes on publication 


The ift-Guidance Sheet "Advertis-
ing with ift test documents" ap-


plies. 


The cover sheet can be used as 
an abstract. 


Contents 


The report contains a total of  
30 Seiten. 
 


 


Client HUECK GmbH & Co. KG 
Loher Str. 9 
58511 Lüdenscheid 
Germany 


Product Single tilt and turn window with fixed sublight 


Designation System designation: HUECK Lambda WS 075 


Performance-relevant 


product details 
Material:  Aluminium profiles with thermal break 
 
Hardware:  


Supplier:  HUECK GmbH & Co. KG 
Active sash:  Concealed tilt and turn hardware Z 981301 
 Additional latch bolt horizontal/ vertical Z 981315 


Overall dimensions 
(WxH) 


1,598 mm x 2,499 mm 


Special featuers *) 
At a tilt limitation of 140 mm. 


As specified by the client the installed opening limiter is not a 
safety device in terms of EN 14351-1. 


Results  


Air permeability according to EN 12207:1999-11 


 
Class 4 


Watertightness according to EN 12208:1999-11 


 
Class E1050 


Resistance to wind load 
according to EN 12210:1999-11/AC:2002-08 


 
Class C5 / B5 


Operating forces according to EN 13115:2001-07 


 
Class 1 


*)
 


Mechanical properties according to EN 13115:2001-07 


 
Class 4 


  





























 Evidence of Performance 
Air  permeabi l i ty ,  Water t ightness,  Res is tance to  w ind load 


Test Report 


No.  14-002284-PR39  


(PB-A01-02-en-02)  
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ift Rosenheim   


26.06.2015   


   


Robert Kolacny, Dipl.-Ing. (FH)  Thomas Krichbaumer 
Deputy Head of Testing Department  Operating Testing Officer 
Building Components  Construction Product Testing 


 


 


Basis 


EN 14351-1:2006+A1:2010 


Test standards: 
EN 1026:2000-06 


EN 1027:2000-06 
EN 12211:2000-06 
Equivalent national versions (e. 


g. DIN EN) 


 


Test report 14-002284-PR39 


(PB-A01-02-de-02) dated 
28.04.2015 


Representation 


 


Instructions for use 


The results obtained can be used 
by the manufacturer as the basis 


for the type test report summary. 
Observe the specifications set 
out by the applicable product 


standard. 


Validity 


The data and results refer solely 


to the tested and described spec-
imen. Classification remains valid 
as long as the product and the 


above basis remain unchanged. 
the results can be extrapolated 
under the manufacturer's own li-


ability subject to observance of 
the relevant specifications set out 
by the applicable product stand-


ard. This test/ evaluation does 
not allow any statement to be 
made on any further characteris-
tics regarding performance and 


quality of the construction pre-
sented; in particular the effects of 
weathering and ageing were not 


taken into account. 


Notes on publication 


The ift-Guidance Sheet "Advertis-


ing with ift test documents" ap-
plies. 


The cover sheet can be used as 


an abstract. 


Contents 


The report contains a total of  


22 pages. 


 
 


Client HUECK GmbH & Co. KG 
Loher Str. 9 
58511 Lüdenscheid 
Germany 


  
Product Double combined side hung & turn tilt casement door with 


opening meeting stile 


Designation System designation: HUECK Lambda WS 075 IS 


Performance-relevant 
product details 


Material:  Aluminium profiles with thermal break 


Hardware:  
Supplier:  HUECK GmbH & Co. KG 


Designation:  


Active sash:  Concealed tilt and turn hardware Z 981301 


Inactive sash:  Concealed overlap hardware Z 981310 


 Additional latch lock horizontal/ vertical Z 981315 


Overall dimensions 
(WxH) 


2,000 mm x 2,000 mm 


Special features As specified by the client the installed opening limiter is not a 
safety device in terms of EN 14351-1. 
Position of locks.  
The strength, durability and material compatibility of the ad-
hesive system is verified separately if necessary. 


  


Results  


Air pemeability according to EN 12207:1999-11 


 
Class 4 


Watertightness according to EN 12208:1999-11 


 
Class E750 


Resistance to wind load  
according to EN 12210:1999-11/AC:2002-08 


 
Class C2 / B3 


  













































































































































































































































































 Evidence of Performance 
Air  permeabi l i ty ,  Water t ightness,  Res is tance to  w ind load 


Test Report 


No.  14-002284-PR40 


(PB-A01-02-en-01)  
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ift Rosenheim   


26.06.2015   


   


Robert Kolacny, Dipl.-Ing. (FH)  Thomas Krichbaumer 
Deputy Head of Testing Department  Operating Testing Officer 
Building Components  Construction Product Testing 


 


Basis 


EN 14351-1:2006+A1:2010 


Test standards: 
EN 1026:2000-06 


EN 1027:2000-06 
EN 12211:2000-06 
Equivalent national versions (e. g 


DIN EN) 


Test report 14-002284-PR40 
(PB-A01-02-de-01) dated 


12.03.2015 


Representation 


 


Instructions for use 


The results obtained can be used 
by the manufacturer as the basis 
for the type test report summary. 


Observe the specifications set 
out by the applicable product 
standard. 


Validity 


The data and results refer solely 
to the tested and described spec-


imen. Classification remains valid 
as long as the product and the 
above basis remain unchanged. 


the results can be extrapolated 
under the manufacturer's own li-
ability subject to observance of 


the relevant specifications set out 
by the applicable product stand-
ard. This test/ evaluation does 


not allow any statement to be 
made on any further characteris-
tics regarding performance and 
quality of the construction pre-


sented; in particular the effects of 
weathering and ageing were not 
taken into account. 


Notes on publication 


The ift-Guidance Sheet "Advertis-
ing with ift test documents" ap-


plies. 


The cover sheet can be used as 
an abstract. 


Contents 
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Client HUECK GmbH & Co. KG 
Loher Str. 9 
58511 Lüdenscheid 
Germany 


  
Product Double combined side hung & turn tilt casement door with 


opening meeting stile 


Designation System designation: HUECK Lambda WS 075 


Performance-relevant 
product details 


Material:  Aluminium profiles with thermal break 


Hardware:  


Manufacturer:  Roto Frank AG, Leinfelden-Echterdingen  


Designation:  


Active sash:  Tilt and turn hardware surface-mounted  


 Z 981263 


Inactive sash:  Overlap hardware surface-mounted Z 981258 


 Additional latch lock vertical Z 981005 


 Additional latch lock ST-A vertical Z 981251 


Overall dimensions 
(WxH) 


2,000 mm x 2,000 mm 


Special features As specified by the client the included additional stay is not a 
safety device in terms of EN 14351-1. 
Position of locks. 
The strength, durability and material compatibility of the ad-
hesive system is verified separately if necessary. 


Results  


Air permeability according to EN 12207:1999-11 


 
Class 4 


Watertightness according to EN 12208:1999-11 


 
Class E1050 


Resistance to wind load  
according to EN 12210:1999-11/AC:2002-08 


 
Class C2 / B3 


  








 


VERROTEC GmbH 
Romano-Guardini-Platz 1 
D-55116 Mainz 
Internet: www.verrotec.de 


 
Fassadenbau und konstruktiver Glasbau 
Planen | beraten | begutachten 


 
Tel.  +49 (0) 6131.617 134 0 
Fax  +49 (0) 6131.949 1144 
E-Mail info@verrotec.de 


 
Geschäftsführer  
Dipl.-Ing. Martin Baitinger 
Dr.-Ing. Lars Kützing 


 


 
 


Inhalt: Gutachterliche Stellungnahme 
 


Projekt: Hueck Aluminium Systeme  


Projektnummer: VT 14-0414  


Bericht: VT 14-0414 - 01  


Auftrag: Übertragbarkeiten der Pendelschlagversuche zur absturzsichernden 
Wirkung des Fenstersystems Serie 1.0 IF auf die Serien Lambda WS 
075/075 IS und WS 090/090 IS 


 


Auftraggeber: Hueck GmbH & Co. KG 
Loherstrasse 9 
D-58511 Lüdenscheid 


 


Datum: 21. Januar 2015 
 


 Dipl.-Ing. Martin Baitinger  


 


 


 


System Lambda WS 075/075 IS                        System Lambda WS 090/090 IS 


 







 


 


 


Seite  2 
 


Projekt: VT 14-0414 Hueck Aluminium Systeme – Gutachterliche Stellungnahme 


 


VERROTEC GmbH  D-55116 Mainz  Romano-Guardini-Platz 1  Telefon: +49 (0)6131 / 6171340  Telefax: +49 (0) 6131 / 9491144 


 


Bericht-Nr.: 01 


Inhaltsverzeichnis 


Inhaltsverzeichnis ........................................................................................................................ 2 


1.  Anlass .................................................................................................................................... 3 


2.  Verwendete Normen und Richtlinien .................................................................................. 3 


3.  Zusammenfassung der zu beurteilenden Fenstersysteme ............................................... 4 


4.  Übertragbarkeit von bereits durchgeführten Versuche auf die Serie Lambda WS 075 
und WS 090 ................................................................................................................................. 12 


5.  Zusammenfassende Beurteilung der geprüften Unterkonstruktion .............................. 13 


5.1  In Pendelschlagversuchen geprüftes Hueck Fenstersystem 1.0 IF ............................... 14 
5.1.1  Standard - Rahmenprofile 1.0 IF (Festverglasung) ................................................ 14 
5.1.2  Flügelprofile 1.0 IF .................................................................................................. 16 


5.2  Pendelschlagversuche .................................................................................................. 18 
5.2.1  Beschreibung des untersuchten Systems Standard Rahmenprofil 1.0 IF mit 
Glasleiste 494073 ................................................................................................................. 19 
5.2.2  Beschreibung des untersuchten Systems Standard Rahmenprofil 1.0 IF mit 
Glasleiste 594057 ................................................................................................................. 21 
5.2.3  Beschreibung des untersuchten Systems Flügelprofil 1.0 IF mit außenliegender 
Glasleiste 410670 ................................................................................................................. 23 
5.2.4  Beschreibung des untersuchten Systems Flügelprofil 1.0 IF mit außenliegender 
Glasleiste 410672 ................................................................................................................. 25 


5.3  Zusammenfassende Beurteilung der geprüften Verglasung ......................................... 27 
 


 
Index Änderung Datum 


- - 21.01.2015 


 
 
  







 


 


 


Seite  3 
 


Projekt: VT 14-0414 Hueck Aluminium Systeme – Gutachterliche Stellungnahme 


 


VERROTEC GmbH  D-55116 Mainz  Romano-Guardini-Platz 1  Telefon: +49 (0)6131 / 6171340  Telefax: +49 (0) 6131 / 9491144 


 


Bericht-Nr.: 01 


1. Anlass 


Die Firma VERROTEC GmbH in Mainz wurde von der Firma Hueck GmbH & Co. KG, ansässig in 
D-58511 Lüdenscheid beauftragt, die Übertragbarkeit der Ergebnisse von Pendelschlagversuchen 
am Aluminium-Fenstersystem 1.0 IF auf ein anderes Aluminium-Fenstersystem zu überprüfen. 


Die Ergebnisse der Pendelschlagversuche am System 1.0 IF sind im PSP Bericht H-74-06-01 
ausführlich dokumentiert. 


Hinweis: 


 Die Ergebnisse des Gutachtens sind gültig, wenn die im Gutachten benutzten 
Randbedingungen auch im Bauwerk anzutreffen sind. Dies ist bauseits sicherzustellen. 


2. Verwendete Normen und Richtlinien 


Der gutachterlichen Bewertung liegen insbesondere die folgenden technischen 
Baubestimmungen zugrunde: 


 Technische Regeln für die Verwendung von absturzsichernden Verglasungen TRAV 
(Fassung Januar 2003) 


 Technische Regeln für die Verwendung von linienförmig gelagerten Verglasungen TRLV 
(Fassung August 2006) 


 DIN EN 12600: 1996-12 (Norm-Entwurf) – Pendelschlagversuch 


 DIN EN 755-2, Aluminium und Aluminiumlegierungen - Stranggepresste Stangen, Rohre und 
Profile - Mechanische Eigenschaften 
(Fassung Juni 2008) 
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3. Zusammenfassung der zu beurteilenden 
Fenstersysteme 


Am System 1.0 IF wurden Pendelschlagversuche durchgeführt. 


Neben der Rahmenkonstruktion wurden dabei auch verschiedenen Glasvarianten hinsichtlich 
Ihrer absturzsichernden Wirkung untersucht. 


Die Ergebnisse dieser Versuchsserien sind in den nachfolgenden Kapiteln erneut kurz 
zusammengefasst. 


Durch Vergleichsbetrachtungen lassen sich die Ergebnisse auf das Fenstersystem Profile der 
Serie Lambda WS 075/075 IS und WS 090/090 IS der Firma Hueck übertragen. 


Tabelle 1 Art.-Nr. der Serien, für die die Versuchsergebnisse der Serie 1.0 IF übertragbar sind 


Serie Lambda WS 075/075 IS und WS 090/090 IS 


Art.-Nr. 


Rahmenprofile  Flügelprofile Sprossenprofile Einspann--
rahmen 


Glasleisten 


B840000 
(WS090) 


B840001 
(WS090) 


B840002 
(WS090) 


B840003 
(WS090) 


B840004 
(WS090) 


B840005 
(WS090) 


B840006 
(WS090) 


B840020 
(WS090) 


B840322 
(WS090) 


B840333 
(WS090) 


B840335 
(WS090) 


B840021 
(WS090) 


B840022 
(WS090) 


B850093 
(WS075) 


B850011 
(WS075) 


B850012 
(WS075) 


B850013 
(WS075) 


B850014 
(WS075) 


B850015 
(WS075) 


B850023 
(WS075) 


B850029 
(WS075) 


B850020 
(WS075) 


B850021 
(WS075) 


B850022 
(WS075) 


B850084 
(WS075) 


B851003 
(WS075) 


B 840200 
(WS090) 


B840201 
(WS090) 


B840203 
(WS090) 


B840205 
(WS090) 


B840206 
(WS090) 


B840208 
(WS090) 


B840250 
(WS090) 


B850212 
(WS075) 


B850213 
(WS075) 


B850214 
(WS075) 


B850016 
(WS075) 


B850017 
(WS075) 


B85006 
(WS075) 


B850215 
(WS075) 


B850216 
(WS075) 


B850217 
(WS075) 


B850218 
(WS075) 


B850219 
(WS075) 


B850221 
(WS075) 


 


B840300 
(WS090) 


B840301 
(WS090) 


B840302 
(WS090) 


B840304 
(WS090) 


B840305 
(WS090) 


B840306 
(WS090) 


B840308 
(WS090) 


B840310 
(WS90) 


B840311 
(WS090) 


B840326 
(WS090) 


B840325 
(WS090) 


B840319 
(WS090) 


B840332 
(WS090) 


B850305 
(WS075) 


B850306 
(WS075) 


B850308 
(WS075) 


B850310 
(WS075) 


B850311 
(WS075) 


B850318 
(WS075) 


B850319 
(WS075) 


B850320 
(WS075) 


B850342 
(WS075) 


B850343 
(WS075) 


B850344 
(WS075) 


B850332 
(WS075) 


B850345 
(WS075) 


B840031 
(WS090) 


B840027 
(WS090) 


B840032 
(WS090) 


B840033 
(WS090) 


B841026 
(WS090) 


B841027 
(WS090) 


B841028 
(WS090) 


B841029 
(WS090) 


B841030 
(WS090) 


B841031 
(WS090) 


B851026 
(WS075) 


B851027 
(WS075) 


B850031 
(WS075) 


B850032 
(WS075) 


 


P594601 
(WS090) 


P594602 
(WS090) 


P594603 
(WS090) 


P594604 
(WS090) 


P594605 
(WS090) 


P594606 
(WS090) 


P594607 
(WS090) 


P594608 
(WS090) 


P594609 
(WS090) 


P594619 
(WS090) 


P594620 
(WS090) 


P594621 
(WS090) 


P594622 
(WS090) 


P494517 
(WS075)   


P494531 
(WS075) 


P594646 
(WS075) 


P594647 
(WS075) 


P594648 
(WS075) 


P594649 
(WS075) 


P594650 
(WS075) 


P594651 
(WS075) 


P594652 
(WS075) 


P594601 
(WS075) 


P594602 
(WS075) 


P594603 
(WS075) 


P594604 
(WS075) 
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B841000 
(WS090) 


B841020 
(WS090) 


B841100 
(WS090) 


B850010 
(WS075) 


B850000 
(WS075) 


B850001 
(WS075) 


B850002 
(WS075) 


B850003 
(WS075) 


B850004 
(WS075) 


B850005 
(WS075) 


B850090 
(WS075) 


B850091 
(WS075) 


B850092 
(WS075) 


B851006 
(WS075) 


B851004 
(WS075) 


B851021 
(WS075) 


B851022 
(WS075) 


B850102 
(WS075 


B850322 
(WS075) 


B850323 
(WS075) 


B850333 
(WS075) 


B850346 
(WS075) 


B850335 
(WS075) 


B851101 
(WS075) 


B840334 
(WS090) 


B840220 
(WS090) 


B841300 
(WS090) 


B841301 
(WS090) 


B850336 
(WS075) 


B850300 
(WS075) 


B850301 
(WS075) 


B850302 
(WS075) 


B850303 
(WS075) 


B850304 
(WS075) 


B850334 
(WS075) 


B850325 
(WS075) 


B851302 
(WS075) 


B851303 
(WS075) 


B851304 
(WS075) 


B851305 
(WS075) 


B851306 
(WS075) 


B851309 
(WS075) 


 


P594623 
(WS090) 


P594624 
(WS090) 


P594625 
(WS090) 


P594626 
(WS090) 


P594627 
(WS090) 


P494517 
(WS075)   


P594613 
(WS090) 


P594614 
(WS090) 


P594615 
(WS090) 


P594616 
(WS090) 


P594617 
(WS090) 


P594610 
(WS090) 


P594618 
(WS090) 


P594605 
(WS075) 


P594606 
(WS075) 


P594607 
(WS075) 


P594608 
(WS075) 


P594609 
(WS075) 


P594619 
(WS075) 


P594620 
(WS075) 


P594621 
(W075) 


P594622 
(WS075) 


P594623 
(WS075) 


P594624 
(WS075) 


P594625 
(WS075) 


P594626 
(WS075) 


P594627 
(WS075) 
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Bild 1 Rahmenprofile der Serie Lambda WS 075/075 IS 
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Bild 2 Rahmenprofile der Serie Lambda WS 090/090 IS 
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Bild 3 Flügelprofile der Serie Lambda WS 075/075 IS 


 


 


Bild 4 Flügelprofile der Serie Lambda WS 090/090 IS 
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Bild 5 Sprossenprofile der Serie Lambda WS075/075 IS 
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Bild 6 Sprossenprofile der Serie Lambda WS 090/090 IS 
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Bild 7 Einspannrahmen der Serie Lambda WS 075/075 IS 


 


  


 


Bild 8 Einspannrahmen der Serie Lambda WS 090/090 IS 
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Bild 9 Glasleisten der Serie Lambda WS 075/075 IS und WS 090/090 IS 


4. Übertragbarkeit von bereits durchgeführten Versuche 
auf die Serie Lambda WS 075/075 IS und WS 090/090 
IS 


In den in Bericht H-74-06-01 beschriebenen Versuchen wurde das Hueck Aluminiumsystem für 
Fensterelemente Serie 1.0 IF hinsichtlich seiner absturzsichernden Wirkung untersucht. 


Aufgrund der ähnlichen Querschnittswerte und der Längen der außenliegenden Glasanschläge 
sind die Versuchsergebnisse bei vergleichbaren Lagerungsbedingungen auf Profile des 
Aluminium-Systems Lambda WS 075/075 IS und WS 090/090 IS der Firma Hueck übertragbar. 
Die einzelnen Artikelnummern der Profile sind in Tabelle 1 angegeben. 


Die aufgeführten Profile sind bei den in Kapitel 5.3 genannten Glasaufbauten und Rastermaßen 
bei vierseitig linienförmiger Lagerung der Verglasung voll absturzsichernd (Kat. A) in Anlehnung 
an DIN EN 12600 und TRAV. 


Bei gleichbleibendem Glasanschlag können die Ergebnisse auf Profile der o.g. Serien mit nicht 
maßgeblichen objektbezogene Änderungen übertragen werden. 
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5. Zusammenfassende Beurteilung der geprüften 
Unterkonstruktion 


Es wurden 4 unterschiedliche Rahmenkonstruktionen des Systems 1.0 IF hinsichtlich ihrer 
absturzsichernden Wirkung in Anlehnung an DIN EN 12600 und nach Kategorie A der TRAV 
untersucht: 


1. Standard - Rahmenprofile 1.0 IF mit Glasleiste 494073 


2. Standard - Rahmenprofile 1.0 IF mit Glasleiste 594057 


3. Flügelprofil 1.0 IF mit außenliegender Glasleiste 410670 


4. Flügelprofil 1.0 IF mit außenliegender Glasleiste 410672 


Für die Flügelprofile nach 3 und 4 wurde die absturzsichernde Wirkung des Gesamtsystems mit 
allen 3 Komponenten bestehend aus Anschlagprofil, Flügelprofil und Glasleiste untersucht. 


Bei unterschiedlichen Rahmenabmessungen wurde jede Konstruktion dabei insgesamt 
mindestens 3-mal durch Pendelschlagversuche an verschiedenen Auftreffstellen untersucht. 


Bei Scheibenabmessungen zwischen B x H = 577 x 627 mm (Außenabmessungen des gesamten 
Rahmens 700 x 750 mm) und B x H = 1842 x 3042 mm (Außenabmessungen des gesamten 
Rahmens 2000 x 3200 mm) erwiesen sich alle untersuchten Rahmensysteme als voll 
absturzsichernd nach Kategorie A der TRAV. 


Hinweise: 


 Der Fall einer Absturzsicherung bei einem Anprall gegen die Glashalteleisten wurde nicht 
untersucht. 


 Bezüglich der Glasabmessungen und -aufbauten sind die Angaben aus Kapitel 5.3 zu 
beachten. 


 Der Verbund der einzelnen Fenstersystemprofile wird werkseitig von der Firma Hueck 
ausgeführt. 


 Alle Angaben der Firma Hueck bezüglich der begutachteten Rahmen-Systeme sind zu 
berücksichtigen.  


 Die Montagehinweise der Fensterelemente sind zu beachten. Eine Abweichung der 
Vorgaben kann ein Systemversagen zur Folge haben.  


 Jedes zum Einsatz kommendes Profil muss die statischen Anforderungen der jeweiligen 
Einbausituation erfüllen. 


 Der bauseitige Anschluss der Fenster muss so erfolgen, dass er mit den in Bericht H-74-
06-01 geprüften Lagerungsbedingungen vergleichbar ist. Alle Angaben der Firma Hueck 
sind dabei zu beachten. 


 Dieser Bericht ersetzt keine allgemeine bauaufsichtliche Zulassung. 
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5.1 In Pendelschlagversuchen geprüftes Hueck Fenstersystem 
1.0 IF 


5.1.1 Standard - Rahmenprofile 1.0 IF (Festverglasung) 


Untersucht wurden Standard Rahmenprofile des Hueck Aluminiumsystems 1.0 IF für 
Fensterelemente. Bei Verwendung der Standard Rahmenprofile lassen sich die Fensterelemente 
nicht öffnen. Die Scheiben dieses Systems werden vierseitig liniengelagert. Der Glaseinstand 
muss bei vierseitiger Lagerung mindestens 9,5 mm betragen (falls höhere Einstandstiefen im 
Folgenden angegeben werden, sind die höheren Werte einzuhalten). Die Verglasungen werden 
von der Innenseite (Anprallseite) eingesetzt. 


Die untersuchten Rahmen der Fensterelemente unterscheiden sich durch die eingesetzte 
Glasleiste auf der Innenseite (Anprallseite). 


Der Glasaufbau wurde in Abhängigkeit der Scheibengrößen variiert. 


Bei Rahmensystemen mit innen liegender Glasleiste können unterschiedliche 
Versagensmechanismen auftreten. Zum einem kann der äußere Anschlag versagen. Um dieses 
Szenario zu prüfen, wurden Rahmensysteme mit sehr steifer Befestigung an der weiteren 
Unterkonstruktion geprüft. In diesem Fall muss ein Großteil der Energie von dem Anschlag 
aufgenommen werden. Für den äußeren Anschlag ist eine steife Befestigung an der 
Unterkonstruktion daher die ungünstigste Prüfbedingung. 


Zum anderen kann die Glasleiste auf der Innenseite herausspringen, so dass sich die Scheibe 
aus dem Rahmen löst. Ein Herausspringen der innen liegenden Glasleiste wird in der Regel durch 
starke Verformungen des Gesamtprofils ausgelöst. Um dieses Szenario zu untersuchen wurden 
ebenfalls Pendelschlagversuche an Rahmensystemen durchgeführt, an der die seitlichen 
Sprossen nur oben und unten mit dem weiteren Rahmen verbunden waren. Eine maximale 
Krümmung der Rahmenprofile ist die ungünstigste Prüfbedingung für das Herausspringen innen 
liegender Glasleisten. 


In Tabelle 2 werden die mittels Pendelschlagversuch untersuchten Systeme der Standardprofile 
des Systems 1.0 IF mit den entsprechenden Scheibenabmessungen, den Glasaufbauten und der 
geprüften Befestigung an der weiteren Unterkonstruktion aufgeführt. Für beide Systeme wurden 
Pendelschlagversuche an unterschiedlichen Formaten durchgeführt. 


Die Übertragbarkeit der Ergebnisse ist in Kapitel 4 dargestellt. 
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Tabelle 2 Versuchsaufbauten Rahmen aus Standardprofilen 1.0 IF 


Ver-
such 
Nr. 


Konstruktions-
zeichnung 


System 


Scheiben-
abmessun


g B x H 
[mm] 


Glasaufbau 
[mm] 


(von innen 
nach 


außen) 


Befestigung 
an der 


weiteren 
Unterkonstr


. 


1A 
 


 


1.0 IF 
Glasfalz-


leiste: 
494073 


1842 x 
3042 


8 ESG 
16 SZR 
10 VSG 


 


1B 
1042 x 
3042 


6  ESG 
20 SZR 
8  VSG 


 


1C 577 x 627 
6  ESG 
20 SZR 
8  VSG 


 


2A 


 


 


1.0 IF 
Glasfalz-


leiste: 
594057 


1842 x 
3042 


8 ESG 
12 SZR 
10 VSG 


 


2B 
1042 x 
3042 


6 ESG 
16 SZR 
8 VSG 


 


2C 577 x 627 
8 ESG 
12 SZR 
10 VSG 


 


2D 577 x 627 
6 ESG 
19 SZR 
8 VSG  


 


2E 915 x 2880 
8 ESG 
10 SZR 
12 VSG 


 


Anprallrichtung


Befestigung


Rahmen


Befestigung


Rahmen


Befestigung


Rahmen


Anprallrichtung


Befestigung


Rahmen


Befestigung


Rahmen


Befestigung


Rahmen


Befestigung


Rahmen


Befestigung


Rahmen


Sprosse
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5.1.2 Flügelprofile 1.0 IF 


Untersucht wurden Flügelprofile des Hueck Aluminiumsystems 1.0 IF für Fensterelemente. Bei 
Verwendung der Flügelprofile lassen sich die Fensterelemente öffnen. Die Scheiben dieses 
Systems werden vierseitig liniengelagert. Der Glaseinstand muss bei vierseitiger Lagerung 
mindestens 10,5 mm betragen. Die Verglasungen werden von der Außenseite eingesetzt. 


Die untersuchten Rahmen der Fensterelemente unterscheiden sich durch die eingesetzten 
Glasleisten auf der Außenseite der Scheibe. Es wurden immer die gesamten Rahmen bestehend 
aus dem inneren Flügelprofil (z.B. 510270) und dem äußeren Blendrahmenprofil (z.B. 510371) 
geprüft. 


Der Glasaufbau wurde in Abhängigkeit der Scheibengrößen variiert.  


Für außen liegende Glasleisten führt eine starre Befestigung an der Unterkonstruktion zur größten 
Belastung. Bei außen liegenden Glasleisten wurde daher immer mit einer starren Befestigung an 
der weiteren Unterkonstruktion geprüft. 


In Tabelle 3 werden die mittels Pendelschlagversuch untersuchten Systeme der Flügelprofile des 
Systems 1.0 IF mit den entsprechenden Scheibenabmessungen und Glasaufbauten aufgeführt. 
Für beide Systeme wurden Pendelschlagversuche an unterschiedlichen Formaten durchgeführt. 


Die Übertragbarkeit der Ergebnisse ist in Kapitel 4 dargestellt. 
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Tabelle 3 Versuchsaufbauten Rahmen aus Flügelprofilen System 1.0 IF 


Versuch 
Nr. 


Konstruktions-
zeichnung 


System 


Scheiben-
abmessun


g B x H 
[mm] 


Glasaufbau 
[mm] 


(von innen 
nach 


außen) 


Befestigung 
an der 


weiteren 
Unterkonstr


3A 


1.0 IF 
außen-


liegende 
Glasfalz-
leiste : 
410670 


1842 x 
3042 


8 ESG 
12 SZR 
10 VSG 


 


3B 
1159 x 
3115 


6  ESG 
18 SZR 
8  VSG 


 


3C 545 x 595 
6  ESG 
14 SZR 
8  VSG 


 


4A 


 


1.0 IF 
außen-


liegende 
Glasfalz-
leiste : 
410672 


1842 x 
3042 


8 ESG 
12 SZR 
10 VSG 


 


4B 
1042 x 
3042 


6 ESG 
16 SZR 
8 VSG 


 


4C 545 x 595 
8 ESG 
16 SZR 
6 VSG 


 


 
  


Anprallrichtung


Befestigung


Rahmen


Befestigung


Rahmen


Befestigung


Rahmen


Anprallrichtung


Befestigung


Rahmen


Befestigung


Rahmen


Befestigung


Rahmen
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5.2 Pendelschlagversuche 


Zur Bewertung der Absturzsicherung ausgewählter Hueck Aluminiumsysteme für 
Fensterelemente wurden an den jeweiligen Original-Unterkonstruktionen unter Berücksichtigung 
der folgenden Parameter Pendelschlagversuche durchgeführt: 


Pendelkörper:   Zwillingsreifen mit Geometrie gemäß DIN EN 12 600 


Pendelschlaggewicht: 50 kg 


Zwillingsreifendruck:  4,0 bar 


Fallhöhe h:   900 mm (Kat. A) 


Unterkonstruktion:  Hueck Rahmenprofile 1.0 IF 


Um eine allgemeine Gültigkeit der Versuchsergebnisse zu erlangen wurde nach den 
Anforderungen nach Kategorie A gemäß TRAV gependelt. 
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5.2.1 Beschreibung des untersuchten Systems Standard Rahmenprofil 1.0 
IF mit Glasleiste 494073 


Die Glasscheiben der in Versuch 1A, Versuch 1B und Versuch 1C getesteten Scheiben sind 
vierseitig linienförmig gelagert. Das geprüfte System, die Scheibenabmessungen und der 
Glasaufbau sind in Tabelle 4 erneut zusammengefasst. Die Grundbautiefe beträgt 72 mm. Innen 
und außen wird jeweils eine EPDM - Dichtung angeordnet. 


Tabelle 4 Zusammenfassung Versuch 1A ,Versuch 1B und Versuch 1C 


Versuch
Nr. 


Konstruktionszeichnung System 
Scheiben-


abmessung 
B x H [mm] 


Glasaufbau 
(von innen 


nach außen) 
[mm] 


1A 


 


 


1.0 IF 
Glasfalz-


leiste: 
494073 


1842 x 3042 
8 ESG 
16 SZR 
10 VSG 


1B 1042 x 3042 
6  ESG 
20 SZR 
8  VSG 


1C 577 x 627 
6  ESG 
20 SZR 
8  VSG 


Grundsätzlich wurde das Rahmenprofil mit dem längsten Anschlagsteg auf der Außenseite 
(510170) verwendet. Um aber auch das steifste System zu prüfen, wurde beim kleinsten 
Glasformat an zwei Kanten das Profil mit dem kürzesten Anschlagsteg auf der Außenseite 
(510372) verwendet. Die Abmessungen der verwendeten Profile sind im Folgenden dargestellt. 


  


 


Anprallrichtung
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Abmessungen Standard-Profil 510170 Abmessungen Standard-Profil 510372 


 


 
 


Abmessungen Füllprofil 510671 Abmessungen Glasleiste 494073 


  


Zusammengesetzter Rahmen längster 
Anschlagsteg (minimaler Glaseinstand 


10,5 mm) 


Zusammengesetzter Rahmen kürzester 
Anschlagsteg (minimaler Glaseinstand 


9,5 mm) 


 
  


Anprallrichtung 
Anprallrichtung 
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5.2.2 Beschreibung des untersuchten Systems Standard Rahmenprofil 1.0 
IF mit Glasleiste 594057 


Die Glasscheiben der in Versuch 2A, Versuch 2B, Versuch 2C, Versuch 2D und Versuch 2E 
getesteten Scheiben sind vierseitig linienförmig gelagert. Das geprüfte System, die 
Scheibenabmessungen und der Glasaufbau sind in Tabelle 5 erneut zusammengefasst. Die 
Grundbautiefe beträgt 72 mm. Innen und außen wird jeweils eine EPDM - Dichtung angeordnet.  


Tabelle 5 Zusammenfassung Versuch 2A, Versuch 2B, Versuch 2C, Versuch 2D und Versuch 2E 


Versuch
Nr. 


Konstruktionszeichnung System 
Scheiben-


abmessung 
B x H [mm] 


Glasaufbau 
(von innen 


nach außen) 
[mm] 


2A 


 


 


1.0 IF 
Glasfalz-


leiste: 
594057 


1842 x 3042 
8 ESG 
12 SZR 
10 VSG 


2B 1042 x 3042 
6 ESG 
16 SZR 
8 VSG 


2C 577 x 627 
8 ESG 
12 SZR 
10 VSG 


2D 577 x 627 
6 ESG 
19 SZR 
8 VSG  


2E 915 x 2880 
8 ESG 
10 SZR 
12 VSG 


Grundsätzlich wurde das Rahmenprofil mit dem längsten Anschlagsteg auf der Außenseite 
(510170) verwendet. Um aber auch das steifste System zu prüfen, wurde beim kleinsten 
Glasformat mit dem steifsten Glasaufbau (Versuch 2C) an zwei Kanten das Profil mit dem 
kürzesten Anschlagsteg auf der Außenseite (510372) verwendet. 


Um zusätzlich beurteilen zu können, ob starke Verformungen des Profils zu einem Herausspringen 
der innen liegenden Glasleiste führen, wurde ein System geprüft, bei dem die langen, seitlichen 
Pfosten nur oben und unten am Riegel befestigt waren (Versuch 2E). Die Pfosten wurden nicht 
weiter an der Unterkonstruktion befestigt oder nach hinten abgestrebt. Als Rahmenprofile wurden 
dabei die Profile mit dem geringeren Flächenträgheitsmoment (510372) verwendet, so dass sich 
eine maximale Verformung einstellt. Da bei Versuch 2E in erster Linie das Verhalten des 
Rahmensystems und nicht der Verglasung beurteilt werden soll, wurde hier ein Glasaufbau nach 
TRAV gewählt. 


Die Abmessungen der verwendeten Profile sind im Folgenden dargestellt.  


 


Anprallrichtung
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Abmessungen Standard-Profil 510170 Abmessungen Standard-Profil 510372 


 


 
 


Abmessungen Füllprofil 510671 Abmessungen Glasleiste 594057 


 


 
  


Zusammengesetzter Rahmen längster 
Anschlagsteg (minimaler Glaseinstand 


10,5 mm) 


Zusammengesetzter Rahmen kürzester 
Anschlagsteg (minimaler Glaseinstand 


9,5 mm) 


 
  


Anprallrichtung 


Anprallrichtung 
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5.2.3 Beschreibung des untersuchten Systems Flügelprofil 1.0 IF mit 
außenliegender Glasleiste 410670 


Die Glasscheiben der in Versuch 3A, Versuch 3B und Versuch 3C getesteten Scheiben sind 
vierseitig linienförmig gelagert. Das geprüfte System, die Scheibenabmessungen und der 
Glasaufbau sind in Tabelle 6 erneut zusammengefasst.  


Bei diesem System werden die Scheiben von außen in das Flügelprofil eingesetzt und mit 
Glasleisten 410670 fixiert. Nach dem Schließen des Flügels besteht der Rahmen des 
absturzsichernden Systems aus dem Flügelprofil, dem Blendrahmenprofil und der Glasleiste 
410670. Es wird nur die absturzsichernde Wirkung des Gesamtsystems mit allen 3 Komponenten 
gemäß der Zeichnung in Tabelle 6 bewertet. 


Tabelle 6 Zusammenfassung Versuch 3A ,Versuch 3B und Versuch 3C 


Versuch
Nr. 


Konstruktionszeichnung System 
Scheiben-


abmessung 
B x H [mm] 


Glasaufbau 
(von innen 


nach außen) 
[mm] 


3A 


 


 


1.0 IF 
außen-


liegende 
Glasfalz-
leiste : 
410670 


1842 x 3042 
8 ESG 
12 SZR 
10 VSG 


3B 1159 x 3115 
6  ESG 
18 SZR 
8  VSG 


3C 545 x 595 
6  ESG 
14 SZR 
8  VSG 


Bei dem in der obigen Tabelle dargestellten zweiteiligen Rahmen muss der Anprall von der 
außenliegenden Glasleiste abgefangen werden. Schon bei geringfügiger Verformung stützt sich 
die Glasleiste gegen das Blendrahmenprofil 510371 ab, so dass ein Teil der Energie direkt in das 
Blendrahmenprofil eingeleitet wird. 


Um die absturzsichernde Wirkung der Glasleiste allein beurteilen zu können, wurde das im 
Bauteilversuch eingesetzte Blendrahmenprofil unterhalb der Glasleiste abgeschnitten.  


 


 


Anprallrichtung
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Abmessungen gekürztes 
Blendrahmenprofil 510170 


Abmessungen Flügel-Profil 510270 


  


Abmessungen Glasleiste 410670 Geprüfter Rahmen mit gekürztem 
Blendrahmenprofil 510170 (minimaler 


Glaseinstand 10,5 mm) 


  


Anprallrichtung 
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5.2.4 Beschreibung des untersuchten Systems Flügelprofil 1.0 IF mit 
außenliegender Glasleiste 410672 


Die Glasscheiben der in Versuch 4A, Versuch 4B und Versuch 4C getesteten Scheiben sind 
vierseitig linienförmig gelagert. Das geprüfte System, die Scheibenabmessungen und der 
Glasaufbau sind in Tabelle 7 erneut zusammengefasst.  


Bei diesem System werden die Scheiben von außen in das Flügelprofil eingesetzt und mit 
Glasleisten 410672 fixiert. Nach dem Schließen des Flügels besteht der Rahmen des 
absturzsichernden Systems aus dem Flügelprofil, dem Blendrahmenprofil und der Glasleiste 
410672. Es wird nur die absturzsichernde Wirkung des Gesamtsystems mit allen 3 Komponenten 
gemäß der Zeichnung in Tabelle 7 bewertet. 


Tabelle 7 Zusammenfassung Versuch 4A ,Versuch 4B und Versuch 4C 


Versuch
Nr. 


Konstruktionszeichnung System 
Scheiben-


abmessung 
B x H [mm] 


Glasaufbau 
(von innen 


nach außen) 
[mm] 


4A 


 


 


1.0 IF 
außen-


liegende 
Glasfalz-
leiste : 
410672 


1842 x 3042 
8 ESG 
12 SZR 
10 VSG 


4B 1042 x 3042 
6 ESG 
16 SZR 
8 VSG 


4C 545 x 595 


(geprüfter 
Glasaufbau 8 


ESG; 16 SZR; 6 
VSG wird nicht 


bewertet) 


Bei dem in der obigen Tabelle dargestellten zweiteiligen Rahmen muss der Anprall von der 
außenliegenden Glasleiste abgefangen werden. Schon bei geringfügiger Verformung stützt sich 
die Glasleiste gegen das Blendrahmenprofil 510371 ab, so dass ein Teil der Energie direkt in das 
Blendrahmenprofil eingeleitet wird. 


Um die absturzsichernde Wirkung der Glasleiste allein beurteilen zu können, wurde das im 
Bauteilversuch eingesetzte Blendrahmenprofil unterhalb der Glasleiste gemäß 0 abgeschnitten. 


 


 


Anprallrichtung
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Abmessungen gekürztes 
Blendrahmenprofil 510170 


Abmessungen Flügel-Profil 510270 


 


Abmessungen Glasleiste 410672 Geprüfter Rahmen mit gekürztem 
Blendrahmenprofil 510170 (minimaler 


Glaseinstand 10,5 mm) 


  


Anprallrichtung 
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5.3 Zusammenfassende Beurteilung der geprüften Verglasung 


Es wurden 2 unterschiedliche Glasaufbauten Rahmenkonstruktionen des Systems 1.0 IF 
hinsichtlich ihrer absturzsichernden Wirkung in Anlehnung an DIN EN 12600 und nach Kategorie 
A der TRAV untersucht: 


1. 6 mm ESG innen, SZR, 8  mm VSG aus 2 x 4 mm Float mit 0,76 mm PVB außen 


2. 8 mm ESG innen, SZR, 10 mm VSG aus 2 x 5 mm Float mit 0,76 mm PVB außen 


Die Unterkonstruktion bestand aus verschiedenen Rahmenvarianten des Systems 1.0 IF (s. 
Kapitel 4). 


Bei Scheibenabmessungen zwischen B x H = 577 x 627 mm und B x H = 1042 x 3042 mm wirken 
die Scheiben mit dem Aufbau gemäß 1. und der in Kapitel 4 beschriebenen Unterkonstruktion voll 
absturzsichernd nach Kategorie A der TRAV. Dabei wurden mindestens je 3 Probekörper des 
kleinsten Formates (577 x 627 mm) und des größten Formates (1042 x 3042 mm) mit dem Aufbau 
gemäß 1. durch Pendelschlagversuche an verschiedenen Auftreffstellen untersucht. 


Scheiben mit dem Aufbau gemäß 2. und der in Kapitel 4 beschriebenen Unterkonstruktion wirken 
bei Scheibenabmessungen zwischen B x H = 577 x 627 mm und B x H = 1842 x 3042 mm voll 
absturzsichernd nach Kategorie A der TRAV. Dabei wurden mindestens 4 Probekörper des 
größten Formates (1842 x 3042 mm) und zusätzlich zwei des kleinsten Formates (577 x 627 mm) 
mit dem Aufbau gemäß 2. durch Pendelschlagversuche an verschiedenen Auftreffstellen 
untersucht. 


Die absturzsichernden Scheibenaufbauten und die zugehörigen minimalen und maximalen 
Abmessungen sind in Bild 10 und Bild 11 zusammengefasst. 


 
Bild 10 Minimale und maximale Glasabmessungen bei Scheibenaufbau 1 Kategorie A 
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Bild 11 Minimale und maximale Glasabmessungen bei Scheibenaufbau 2 Kategorie A 


Hinweis: 


 Glas- Metallkontakt ist dauerhaft zu vermeiden. 


 Dieser Bericht ersetzt keine allgemeine bauaufsichtliche Zulassung. 


* Die hier angegebenen Flügelprofile dürfen nur in Kombination mit den in der Tabelle 
angegebenen Rahmenprofilen eingesetzt werden! 


In Kap. 3 sind die Profile der Serie Lambda WS 075/075 IS und WS 090/090 IS, auf die die 
Versuchsergebnisse aus den Pendelschlagversuchen am System der Serie 1.0 IF des Gutachtens 
H-74-06-01 übertragen werden können, nochmals mit Konstruktionszeichnungen, Abmessungen 
und Art.-Nr. zusammengestellt. 


Bei gleichbleibendem Glasanschlag können die Ergebnisse auf Profile der o.g. Serien mit nicht 
maßgeblichen objektbezogene Änderungen übertragen werden. 
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Basis 


EN ISO 10140-1: 2010 


+A1: 2012 + A2:2014 


EN ISO 10140-2: 2010 


EN ISO 717-1: 2013 


15-000143-PR01 (PB Z1-A01-
04-de-01) dated 05.05.2015 


Representation 


 


Instructions for use  


This test report serves to 
demonstrate the airborne sound 


insulation of a building compo-
nent. 


Applicable for Germany 


- Rw,R as per DIN 4109: 
(Rw corresponds to Rw,P,  
Rw,R = Rw,P – 2 dB) 


Validity  


The data and results given re-
late solely to the tested and de-


scribed specimen. 


Testing the sound insulation 
does not allow any statement to 


be made on any further charac-
teristics of the present construc-
tion regarding performance and 


quality. 


 
Notes on publication 


The ift Guidance Sheet "Condi-
tions and Guidance for the Use 


of ift Test Documents" applies. 


The cover sheet can be used 
as an abstract. 


 
Contents 


The test report contains a total 
of 13 pages: 


1 Object  


2 Procedure 
3 Detailed results 
4 Instructions for use 


5 Expert Statement  
Data sheet (1 page) 


 


 


Client HUECK GmbH & Co. KG 


Loher Str. 9 


58511 Lüdenscheid 


Germany 


  


Product Single window, one leaf 


Designation HUECK Lambda WS 075 IS 


  
Overall dimen-


sions (w x h) 1.230 mm x 1.480 mm 


Material Aluminium profiles with thermal break, uncoated   


Type of opening Tilt and turn 


Rebate seals 2 seals 


Filling Insulating glass unit, 14 LSG SI/24/11 LSG SI  


Special features -/- 


  


  


 


Weighted sound reduction index Rw 


Spectrum adaptation terms C and Ctr 


  


Rw (C; Ctr) = 48 (-1;-4) dB 
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Prüfgrundlagen 


Pendelschlagversuche 
gemäß DIN 18008-4 


 
 


 
 
Gültigkeit 


Die ermittelten Daten und 
Ergebnisse beziehen sich 
ausschließlich auf den 
geprüften und 
beschriebenen Probekörper.  


Hinweis 


Die Ermittlung der 
angegebenen Ergebnisse 
und die Beschreibung der 
Probekörper ist dem 
Prüfbericht VT 15-0440-01 
der Fa. Verrotec GmbH zu 
entnehmen.  


Bei diesem Prüfschein 
handelt es sich nicht um 
einen Verwendbarkeits-
nachweis. 


 


 
 
 


Prüfschein 


 
Bewertung der absturzsichernden Wirkung der Profilsysteme WS 075 IS und WS 
090 IS der Fa. Hueck GmbH mit Kunststoffglasleiste im Kunststoffisoliersteg. 
 


Projekt: Prüfung WS 075 IS + WS 090 IS 


 


Projektnummer: VT 15-0440 


 


Prüfschein Nr.: VT 15-0440-02 


 


Auftraggeber: Hueck GmbH 


Loher Straße 9 


 58511 Lüdenscheid 
 


Bewertetes System: 
 
Systemabmessungen: 
Bmin x Hmin = 600 x 1000 [mm] 
Bmax x Hmax = 1000 x 2500 [mm] 
 
Verglasung: 
Es ist Verglasung gemäß Tabelle B.1 der DIN 18008-4 bzw. mit nachgewiesener 
absturzsichernder Funktion z.B. in Form einer allgemeinen bauaufsichtlichen 
Zulassung zu verwenden. 
 


Unterkonstruktion: 
Die Verglasung wird im System WS 075 IS durch eine Kunststoffglasleiste aus 
Polyamid 66 mit 25% Glasfaseranteil gehalten. Die Glasleiste ist direkt im 
Isoliersteg verankert. Der Isoliersteg besteht aus Noryl GTX 8110P. Die freie Länge 
der Glasleiste, die nicht vom Rahmenanschlag überdeckt wird, beträgt max. 7 mm. 


  


Bild 1 Glasleiste WS 075 IS mit Überstand (links); Detail Glasleiste (rechts) 


  


 
Dr.-Ing. Mascha Baitinger 
 
Mainz, 24. Juni 2015 
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VERROTEC GmbH   Neue Universitätsstraße 2   55116 Mainz   Telefon: +49 (0) 6131 / 617 134-0   Telefax: +49 (0) 6131 / 94 911-44 


 


Prüfgrundlagen 


Pendelschlagversuche 
gemäß DIN 18008-4 


 
 


 
 
Gültigkeit 


Die ermittelten Daten und 
Ergebnisse beziehen sich 
ausschließlich auf den 
geprüften und 
beschriebenen Probekörper.  


Hinweis 


Die Ermittlung der 
angegebenen Ergebnisse 
und die Beschreibung der 
Probekörper ist dem 
Prüfbericht VT 15-0440-01 
der Fa. Verrotec GmbH zu 
entnehmen.  


Bei diesem Prüfschein 
handelt es sich nicht um 
einen Verwendbarkeits-
nachweis. 


 


 
 
 
 
Die Verglasung wird im System WS 090 IS durch eine Kunststoffglasleiste aus 
Polyamid 66 mit 25% Glasfaseranteil oder alternativ durch eine Glasleiste aus 
Aluminium EN AW 6060 T66 gehalten. Die Glasleiste ist direkt im Isoliersteg 
verankert. Der Isoliersteg besteht aus Polyamid 66 mit 25% Glasfaseranteil. Die 
Glasleiste wird komplett vom Rahmenanschlag überdeckt. 


  


Bild 2 Glasleiste WS 090 IS im Isoliersteg mit Überstand (links); Detail 
Glasleiste (rechts) 


Ergebnis: 
 
Das hier beschriebene System wird aufgrund von durchgeführten 
Pendelschlagversuchen unter Einhaltung der oben dargestellten 
Randbedingungen als absturzsichernd nach Kategorie A gemäß DIN 18008-4 
bewertet.  
 
Zusätzlich zu den oben genannten Systemabmessungen sind die Minimal- und 
Maximalabmessungen des entsprechenden Verwendbarkeitsnachweises der 
Verglasung zu beachten. 








 Evidence of Performance 
Mechanica l  durab i l i t y ,  Operat ing forces,  Reveal  and rebate h indrance 
test  


Test Report 


No.  14-002284-PR01  


(PB-A01-03-en-01)  
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ift Rosenheim   


25.06.2015   


   


Thomas Stefan, Dipl.-Ing. (FH)  Thomas Krichbaumer 
Head of Testing Department  Operating Testing Officer 


Construction Product Testing  Construction Product Testing 


 


Basis 


EN 14351-1:2006+A1:2010 


Test standards: 
EN 1191:2012-12 


EN 12046-1:2003-11 
EN 13126-8:2006-02 
EN 14609:2004-06 


Equivalent national versions (e. 
g. DIN EN) 


Test report 14-002284-PR01 


(PB-A01-03-de-01) dated 
09.03.2015 


Representation 


 


Instructions for use 


The results obtained can be used 


by the manufacturer as the basis 
for the type test report summary. 
Observe the specifications set 


out by the applicable product 
standard. 


Validity 


The data and results refer solely 
to the tested and described spec-
imen. Classification remains valid 


as long as the product and the 
above basis remain unchanged. 
the results can be extrapolated 


under the manufacturer's own li-
ability subject to observance of 
the relevant specifications set out 


by the applicable product stand-
ard. This test/ evaluation does 
not allow any statement to be 


made on any further characteris-
tics regarding performance and 
quality of the construction pre-


sented; in particular the effects of 
weathering and ageing were not 
taken into account. 


Notes on publication 


The ift-Guidance Sheet "Advertis-
ing with ift test documents" ap-
plies. 


The cover sheet can be used as 
an abstract. 


 


Contents 


The report contains a total of  
15 pages. 


 
 


Client HUECK GmbH & Co. KG 
Loher Str. 9 
58511 Lüdenscheid 
Germany 


  


Product Single tilt and turn window 


Designation System designation: HUECK Lambda WS 075 


Performance-relevant 


product details 
Material: Aluminium profiles with thermal break 


Hardware:  


Supplier: HUECK GmbH & Co. KG; 
Tilt and turn hardware, surface-mounted Z 981321 
Additional latch bolts horizontal / vertical Z 981315 
Additional stay Z 981344 


Overall dimensions 
(WxH) 


1,598 mm x 1,448 mm 


Special features As specified by the client the installed opening limiter is not a 
safety device in terms of EN 14351-1. 
*)
 At a tilt limitation of 120 mm. 


  


Results  


Mechanical durability according to EN 12400:2002-10 


 
Class 3 


Operating forces according to EN 13115:2001-07 


 
Class 1


*)
 


Load-bearing capacity of safety devices 
according to EN 14351-1:2006+A01:2010 


 
Requirement fulfilled 


Reveal and rebate hindrance test according to EN 13126-8:2006-02 


 
Requirement fulfilled 


  








 Evidence of Performance 
Mechanica l  durab i l i t y ,  Operat ing forces,  Reveal  and rebate h indrance 
test  


Test Report 


No.  14-002284-PR02  


(PB-A01-03-en-01)  
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ift Rosenheim   


25.06.2015   


   


Thomas Stefan, Dipl.-Ing. (FH)  Thomas Krichbaumer 


Head of Testing Department  Operating Testing Officer 
Construction Product Testing  Construction Product Testing 


 


 


 


Basis 


EN 14351-1:2006+A1:2010 


Test standards: 
EN 1191:2012-12 


EN 12046-1:2003-11 
EN 13126-8:2006-02 
Equivalent national versions (e. 


g. DIN EN) 


Test report 14-002284-PR02 
(PB-A00-03-de-01) dated 


09.03.2015 


Representation  


 


Instructions for use 


The results obtained can be used 
by the manufacturer as the basis 


for the type test report summary. 
Observe the specifications set 
out by the applicable product 


standard. 


Validity 


The data and results refer solely 


to the tested and described spec-
imen. Classification remains valid 
as long as the product and the 


above basis remain unchanged. 
the results can be extrapolated 
under the manufacturer's own li-


ability subject to observance of 
the relevant specifications set out 
by the applicable product stand-


ard. This test/ evaluation does 
not allow any statement to be 
made on any further characteris-


tics regarding performance and 
quality of the construction pre-
sented; in particular the effects of 
weathering and ageing were not 


taken into account. 


Notes on publication 


The ift-Guidance Sheet "Advertis-


ing with ift test documents" ap-
plies. 


The cover sheet can be used as 


an abstract. 


Contents 


The report contains a total of  


13 Pages. 


 
 


Client HUECK GmbH & Co. KG 
Loher Str. 9 
58511 Lüdenscheid 
Germany 


  


Product Single tilt and turn casement door 


Designation System designation: HUECK Lambda WS 075 


Performance-relevant 
product details 


Material: Aluminium profiles with thermal break 


Hardware:  


Supplier: HUECK GmbH & Co. KG; 


Tilt and turn hardware, surface-mounted Z 981301 


Tilt and turn hardware, surface-mounted Z 981315  
Additional stay Z 981344 


Overall dimensions 


(WxH) 
948 mm x 2,348 mm 


Special features As specified by the client the installed opening limiter is not a 
safety device in terms of EN 14351-1. 


  


Results  


Mechanical durability according to EN 12400:2002-10 


 
Class 3 


Operating forces according to EN 13115:2001-07 


 
Class 1 


Reveal and rebate hindrance test according to EN 13126-8:2006-02 


 
Requirement fulfilled 


  








 Evidence of Performance 
Mechanica l  durab i l i t y ,  Operat ing forces,  Reveal  and rebate h indrance 
test ,  Load-bear ing capac i ty  o f  safet  dev ices 


Test Report 


No.  14-002284-PR04  


(PB-A01-03-en-01)  
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ift Rosenheim   


23.06.2015   


   


Michael Breckl-Stock, M.Eng., Dipl.-Ing. (FH)  Thomas Krichbaumer 
Deputy Head of Testing Department  Operating Testing Officer 


Construction Product Testing  Construction Product Testing 


 


Basis 


EN 14351-1:2006+A1:2010 


Test standards: 
EN 1191:2012-12 


EN 12046-1:2003-11 
EN 13126-8:2006-02 
Equivalent national versions (e. 


g. DIN EN) 


Test report 14-002284-PR04 
(PB-A01-03-de-01) dated 


12.05.2015 


Representation 


Instructions for use 


The results obtained can be used 
by the manufacturer as the basis 
for the type test report summary. 


Observe the specifications set 
out by the applicable product 
standard. 


Validity 


The data and results refer solely 
to the tested and described spec-


imen. Classification remains valid 
as long as the product and the 
above basis remain unchanged. 
the results can be extrapolated 


under the manufacturer's own li-
ability subject to observance of 
the relevant specifications set out 


by the applicable product stand-
ard. This test/ evaluation does 
not allow any statement to be 


made on any further characteris-
tics regarding performance and 
quality of the construction pre-


sented; in particular the effects of 
weathering and ageing were not 
taken into account. 


Notes on publication 


The ift-Guidance Sheet "Advertis-
ing with ift test documents" ap-


plies. 


The cover sheet can be used as 
an abstract. 


 


Contents 


The report contains a total of  


15 pages.. 


 
 


Client HUECK GmbH & Co. KG 
Loher Str. 9 
58511 Lüdenscheid 
Germany 


  


Product Single tilt and turn window 


Designation System designation: HUECK Lambda WS 075 IS 


Performance-relevant 
product details 


Material: Aluminium profiles with thermal break 
Hardware:  


Supplier: HUECK GmbH & Co. KG; 
Tilt and turn hardware surface-mounted Z 981321 
Additional latch bolts horizontal / vertical Z 981315 
Additional stay Z 981344  


Overall dimensions 


(WxH) 


1,598 mm x 1,448 mm 


Special features As specified by the client the installed opening limiter is not a 
safety device in terms of EN 14351-1. 
*)
 At a tilt limitation of 110 mm. 


  
Results  


Mechanical durability according to  EN 12400:2002-10 


 
Class 3 


Operating forces according to EN 13115:2001-07 


 
Class 1 


*)
 


Load-bearing capacity of safety devices 
according to EN 14351-1:2006+A01:2010 


 
Requirement fulfilled 


Reveal and rebate hindrance test according to EN 13126-8:2006-02 


 
Requirement fulfilled 


  







